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WARRANTY DYNAMIC PATENT FOR
SEALING THE INVENTION

Ball valves

The quality of garden valves ensures their long-term, trouble-free use and significant making garden work
easier. All Calido valves from the Garden series are made of high quality materials, which ensures durability
and corrosion resistance. Calido taps are available in various versions and sizes - all to provide users with a

choice solutions that will meet their needs and requirements.
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CA/ZK-CZ15 CA/ZK-CZS15 CA/ZK-CZZWS15 1

CA/ZK-CZ20 CA/ZK.0Z520 e CA/ZK-KOREK CZ20

Nominal pressure: PN30 bar, maximum temperature: 90°C.
The warranty period for CALIDO ball valves, GARDEN series, is 5 years from the date of purchase.
The warranty covers the replacement or repair of the product along with the costs of performing these activities.
Product with NIZP-PZH Certificate.

Valve with two ports, with connector for Valve with a garden hose connector

garden hose and quick connector and quick connector connection 90\“ -18°C TEMD$
CA/ZK-CZBIS15  1/2"x3/4"-SZ3/4"-15 CA/ZK-CZZWS15 1/2"'x3/4"x15/SZ QS‘* . ; ,'Pq)
CA/ZK-CZBIS20  3/4'x3/4'-SZ3/4"-20 CA/ZK-CZZWS20 3/4'x3/4'x20/SZ (}b S o.p
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Valve with a garden hose connector Valve with quick connector connection
CA/ZK-CZ15 1/2"x3/4"x15 CA/ZK-CZS15 1/2"x3/4" - SZ
CA/ZK-CZ20 3/4"x3/4"x20 CA/ZK-CZS20 3/4'x3/4"-SZ \
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Valve with stopper

CA/ZK-KOREK CZ20 3/4"

Watch instructional videos: arka-instalacje.pl/export/instructional-movies/english/

arka-instalacje.pl calido.pl
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CA/ZK-CZF15 CA/ZK-CZFS15 CA/ZK-CZFZWS15
CA/ZK-CZF20 CA/ZK-CZFS20 CA/ZK-CZFZWS20

CA/ZK-KOREK CZF20 CA/ZK-CZF25 CA/ZK-KOREK CZF25

Ball valve "Farmer”

Index Size Technical data

CA/ZK-CZF15 1/2"x3/4"x15 PN 10 bar, Tmax 65°C
CA/ZK-CZFS15 1/2"x3/4"xSZ PN 10 bar, Tmax 65°C
CA/ZK-CZFZWS15 1/2"x3/4"x15/SZ PN 10 bar, Tmax 65°C
CA/ZK-CZF20 3/4"x3/4"x15 PN 10 bar, Tmax 65°C
CA/ZK-CZFS20 3/4"x3/4"xSZ PN 10 bar, Tmax 65°C
CA/ZK-CZFZWS20 3/4"x3/4"x15/SZ PN 10 bar, Tmax 65°C
CA/ZK-CZF25* 1'x1 1/4"x26 PN 25 bar, Tmax 90°C

Valve with a cap for the tank

Index Technical data
CA/ZK-KOREK CZF20 3/4” PN 10 bar, Tmax 65°C
CA/ZK-KOREK CZF25* 1" PN 25 bar, Tmax 90°C

* the valve does not have a dynamic seal

The warranty period for CALIDO FARMER series ball valves is 5 years from the date of purchase.
The warranty covers the replacement or repair of the product along with the costs of performing these activities.
Product with NIZP-PZH Certificate.
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