


To facilitate work for installers by creating innovative  
products with passion.

To meet the expectations of our partners, we combine  
experience with science and the development of technical 
knowledge. Our goal is to build long-term relations.

our
MISSION



PRODUCTS
The idea for a new or improved product is developed in cooperation with you.
Constructors from the Implementation and Development Department design  
and transform concepts into ready-made, often innovative solutions, prototyping 
emerging versions, adapting them to the needs and examining them in our in-house 
laboratory.



The continuous development and experience of the Arka team results in a number  
of innovations, which are used to obtain patents and reservations for individual  
products or solutions.
Constant improving the quality of our products makes them trouble-free  
and economic in use.

INNOVATION



ISO CERTIFICATE



INVENTION PATENT NO. 228217

INVENTION PATENT NO. 228235



INVENTION PATENT NO. 228882

INVENTION PATENT NO. 228216



PROTECTION CERTIFICATE NO. 71918 

INVENTION PATENT NO. 230959



PROTECTION CERTIFICATE NO. 69947

PROTECTION CERTIFICATE NO. 70783



INVENTION PATENT NO. 231282

INVENTION PATENT NO. 232337



PATENT APPLICATION NO. P434545



AWARDS
The quality of services provided by our team is confirmed by the numerous awards we 
regularly receive, including a honorable mention in the prestigious 2022 Forbes Diamonds 
ranking in the category of companies with revenues between PLN 50 and 250 million from 
the Zachodniopomorskie region.



TECHNOLOGY

We established partnership with the Koszalin University of Technology in the field  
of industrial engineering, as well as strength and certification testing. In our work,  
we maintain compliance with the ISO 9001:2015 quality management system, which 
is an efficient tool for continuously improving the quality of services and increasing 
the efficiency of the company. We provide customers with 100% warranty coverage for 
our products. We ensure that each stage of production is properly carried out in order  
to guarantee a high workmanship quality of the finished product.



quality
CONTROL

The quality of the product is controlled at every stage of the production process.  
Before it reaches the user, it undergoes a series of tests for tightness and strength.
Each delivery of the finished product is checked by the Quality Control Department.  
We only provide a reliable and verified high quality product.



WAREHOUSE

Warehouses are a key link in the logistics system - they are an important part of our  
company, necessary to maintain the proper process of accepting deliveries, storing goods,  
packing, picking and dispatching orders. Currently, we have 6247 pallet spots in three  
warehouses with a total area of 4 500 m2. 

In response to growing demand, we already start to expand the storage space.

Investment 2023: Production and warehouse hall - 1840 m².



WAREHOUSE CONTENTS

1.  Ball, angle and check valves, filters and separators

Angle valves 18

Anti-lime ball valves S40 20

Ball valves S30 20

Drain ball valves S30 26

Ball valves mini S30 27

Ball valves mini S30 for PEX 16 x 2.0 pipes 27

Garden ball valves 28

Farmer ball valves 29

Plugs with ball valves 30

Valves and accessories for heating  31 

Safety groups for central heating system 32

Safety groups for central tap water system 32

Check valves 33

Manual radiator valves 34

Radiator valves with a press-in connectors for PE 16x2.0 
and CU 15 mm pipes 33

Thermostatic radiator valves with initial setting 36

Bottom radiator connectors 36

Unions 37

Thermostatic heads 38

Thermostatic kits 39

Filters and separators 40

2. Brass fittings

Brass fittings 44

Threaded brass fittings 44

Soldered brass fittings 53

Cu tap connectors with swivel nut 55

Chrome plated brass fittings 56

3. Manifolds and pump groups

Stainless steel manifolds 60

Stainless steel mixing groups 61

Brass mixing groups 63

Stainless steal mixing groups combi 63

Pump groups 64

Connectors for pe pipes 16 x 2.0 67

4. Pumps

Water circulation pumps 70

Electronic pumps 72

5. Spare parts

S30 series valves spare parts 78

Straight gas filters spare parts 78

Garden series valves spare parts 79

Radiator valves spare parts 79

Smart angle valves with filter spare parts 81

Vent key 81

Angle water filter spare parts 82

Unions spare parts 82

Mixing systems spare parts 82

Manifold spare parts 82

Press-in connectors spare parts 84

Pump spare parts 84

  



BALL, ANGLE AND CHECK VALVES, 
FILTERS AND SEPARATORS

1



BODY MADE OF DZR BRASS

INNOVATIVE DYNAMIC SEALING

PROTECTIVE CERTIFICATE NO. 69947

HIGH PARAMETERS

FOR DRINKING WATER

5-YEAR WARRANTY

Ball valve S40 F-F  Calido
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* - a 3/8” x 3/4” adapter may be installed on one of the two outlets, as required

SOLID SERIES

SOLID BIS SERIES

SOLID BIS VERTICAL SERIES

ART SERIES

ANGLE VALVES

dimensions code A (mm) B (mm) C D
1/2'' x 3/8'' D/ZK-ART1238 84 45 GZ 1/2” GZ 3/8”
1/2" x 1/2" D/ZK-ART1212 84 45 GZ 1/2” GZ 1/2”
1/2" x 3/4" D/ZK-ART1234 84 45 GZ 1/2” GZ 3/4”

dimensions code A (mm) B (mm) C D
1/2" x 3/8" D/ZK-SOLID1238 80 45 GZ 1/2” GZ 3/8”
1/2" x 1/2" D/ZK-SOLID1212 80 45 GZ 1/2” GZ 1/2”
1/2" x 3/4" D/ZK-SOLID1234 80 45 GZ 1/2” GZ 3/4”

dimensions code A (mm) B (mm) C D1* D 
1/2” x 3/4” x 3/8” D/ZK- SOLIDBIS123438 80 45 GZ 1/2” GZ 3/4” GZ 3/8”

dimensions code A (mm) B (mm) C D1 D 
1/2" x 3/4" x 3/8"                                                                                           D/ZK-SOLIDBISP123438 80 45 GZ 1/2” GZ 3/4” GZ 3/8”

pcs. / pack pcs. / box
1 56
1 56
1 56

pcs. / pack pcs. / box
1 56
1 56
1 56

pcs. / pack pcs. / box
1 42

pcs. / pack pcs. / box
1 42

ANTI-LIME ANGLE VALVE
- TWO OUTLETS
washing machine/dishwasher, 
with a filter, metal knob, 
sandblasted
T max 100°C
PN 16 bar

ANTI-LIME ANGLE VALVE
with a filter, metal knob, sandblasted
T max 100°C
PN 16 bar

ANTI-LIME ANGLE VALVE
with a filter, ABS knob, polished
T max 100°C
PN 16 bar

ANTI-LIME ANGLE VALVE
- TWO OUTLETS
washing machine/dishwasher,  
with a filter,metal knob, sandblasted

T max 100°C
PN 16 bar

FOR DRINKING
WATER

FOR DRINKING
WATER

FOR DRINKING
WATER

EUROPEAN 
BRASS

FOR DRINKING
WATER

EUROPEAN 
BRASS

SOLID BIS 
VERTICA

EUROPEAN 
BRASS

RIGHT / LEFTEUROPEAN 
BRASS

TRIPLE
O-RINGS

TRIPLE
O-RINGS

TRIPLE
O-RINGS

TRIPLE
O-RINGS

CERAMIC HEAD

CERAMIC HEAD

CERAMIC HEAD

CERAMIC HEAD

WARRANTY
YEAR

WARRANTY
YEAR

WARRANTY
YEAR

228217

INVENTION 
PATENT 

228217

INVENTION 
PATENT 

228217

INVENTION 
PATENT 

228235

INVENTION 
PATENT 

WARRANTY
YEAR
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* - a 3/8” x 3/4” adapter may be installed on one of the two outlets, as required

 E
 

 D 

 A 

 B 

 C
 

 D1 

* - a 3/8” x 3/4” adapter may be installed on one of the two outlets, as required

 A 

 B 

C
 

 D 

ART BIS SERIES

MULTI

TWIST SERIES

SMART SERIES

dimensions code A (mm) B (mm) C D1* D 
1/2'' x 3/4'' x 3/8” D/ZK-ARTBIS123438 84 45 GZ 1/2” GZ 3/4” GZ 3/8”

dimensions code A (mm) B (mm) C D

1/2'' x 3/8'' D/ZK-SMART-1238 75 45 GZ 1/2” GZ 3/8”

1/2" x 1/2" D/ZK-SMART-1212 75 45 GZ 1/2” GZ 1/2”

1/2" x 3/4" D/ZK-SMART-1234 75 45 GZ 1/2” GZ 3/4”

pcs. / pack pcs. / box
1 42

pcs. / pack pcs. / box

1 80

1 80

1 80

ANTI-LIME ANGLE VALVE
- TWO OUTLETS
washing machine/dishwasher, 
with a filter, ABS knob, polished
T max 100°C
PN 16 bar

ANTI-LIME ANGLE VALVE
metal knob, polished
T max 95°C
PN 10 bar

ANTI-LIME ANGLE VALVE
- TWO OUTLETS
with 4 knob settings, ABS knob, polished
T max 95°C
PN 10bar

dimensions code A (mm) B (mm) E (mm) C D1* D
1/2''x3/4” x 3/8'' D/ZK-MULTI123438 82 45 33 GZ1/2” GZ3/4” GZ3/8”

pcs. / pack pcs. / box
1 100

dimensions code A (mm) B (mm) C D

1/2'' x 3/8'' D/ZKG-TWIST1238 83 45 GZ 1/2” GZ 3/8”

1/2" x 1/2" D/ZKG-TWIST1212 83 45 GZ 1/2” GZ 1/2”

1/2" x 3/4" D/ZKG-TWIST1234 83 45 GZ 1/2” GZ 3/4”

pcs. / pack pcs. / box

1 100

1 100

1 100

ANGLE MUSHROOM VALVE
metal knob, sandblasted
T max 95°C
PN 10 bar

FOR DRINKING
WATER

FOR DRINKING
WATER

EUROPEAN 
BRASS

RIGHT / LEFTEUROPEAN 
BRASS

DOUBLE 
O-RINGS

TRIPLE
O-RINGS

CERAMIC HEAD

228235

INVENTION 
PATENT 

WARRANTY
YEAR

WARRANTY
YEAR

RIGHT / LEFT FOR DRINKING
WATER

DOUBLE 
O-RINGS

EUROPEAN 
BRASS

INDEPENDENT
OUTLETS

71918

PROTECTION 
CERTIFICATE

WARRANTY
YEAR

DOUBLE 
O-RINGS

FOR DRINKING
WATER

EUROPEAN 
BRASS

CHANGE OF 
O-RINGS 

WITH VACUUM

LARGE FLOW

70783

PROTECTION 
CERTIFICATE

WARRANTY
YEAR
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* standard handle (without a gap)
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SMART SERIES WITH A FILTER

S40 PRO SERIES

S30 SERIES

ANTI-LIME BALL VALVES S40

BALL VALVES S30

dimensions handle color code A (mm) B (mm) C (mm) pcs. / pack pcs. / box
1/4" red CA/ZK-WWR08* 41 70 49 60 120
3/8" red CA/ZK-WWR10* 41 70 49 60 120
1/2" red CA/ZK-WWR15-OK 49 94 63 30 60
3/4" red CA/ZK-WWR20-OK 56 94 70 20 40
1" red CA/ZK-WWR25-OK 64 114 81 12 24

1 1/4" red CA/ZK-WWR32-OK 76 114 91 10 20
1 1/2" red CA/ZK-WWR40-OK 87 154 104 6 12

2" red CA/ZK-WWR50-OK 102 154 118 4 8
2 1/2" red CA/ZK-WWR65* 132 174 142 - 5

3" red CA/ZK-WWR80* 152 238 168 - 2
4" red CA/ZK-WWR100* 176 238 190 - 2

1/2" blue CA/ZK-WWR15-OK-N 49 94 63 30 60
3/4" blue CA/ZK-WWR20-OK-N 56 94 70 20 40
1" blue CA/ZK-WWR25-OK-N 64 114 81 12 24

1 1/4" blue CA/ZK-WWR32-OK-N 76 114 91 10 20

ANTI-LIME BALL VALVE F-F
dynamic sealing, ball covered 
with nanoceramics (ANTI-LIME material), 
inox handle with a window and label
T work  -20°C÷150°C
PN 40 bar

BALL VALVE F-F
dynamic sealing, handle 
with a window and label
T work  -20°C÷150°C
PN 30 bar

dimensions code A (mm) B (mm) C (mm) D (mm)
1/2" CA/ZK-S40A-WWR15-OK 49 119 62 94
3/4" CA/ZK-S40A-WWR20-OK 56 122 69 94
1" CA/ZK-S40A-WWR25-OK 64 146 81 114

1 1/4" CA/ZK-S40A-WWR32-OK 76 151 90 114
1 1/2" CA/ZK-S40A-WWR40-OK 87 199 102 155

2" CA/ZK-S40A-WWR50-OK 102 207 118 155

pcs. / pack pcs. / box
30 60
24 48
12 24
8 16
6 12
4 8

dimensions code A (mm) B (mm) C D
1/2'' x 3/8'' D/ZK-SMART-F-1238 75 40 GZ 1/2” GZ 3/8”
1/2" x 1/2" D/ZK-SMART-F-1212 75 40 GZ 1/2” GZ 1/2”
1/2" x 3/4" D/ZK-SMART-F-1234 75 40 GZ 1/2” GZ 3/4”

pcs. / pack pcs. / box
1 80
1 80
1 80

ANTI-LIME ANGLE VALVE
with a filter, metal knob, polished
T max 95°C
PN 10 bar

69947

PROTECTION 
CERTIFICATE

69947

PROTECTION 
CERTIFICATE

P.434545

PATENT 
APPLICATION

WARRANTY
YEAR

WARRANTY
YEAR

FOR DRINKING
WATER

EUROPEAN 
BRASS

DOUBLE 
O-RINGS

WARRANTY
YEAR

DYNAMIC 
SEALING

INOX HANDLE
 AND NUT

INOX

REINFORCED 
BODY PN40

FOR DRINKING
WATER

RESISTANT TO 
DEZINCIFICATION

DZR
BRASS

EUROPEAN 
BRASS

FOR DRINKING
WATER

DYNAMIC 
SEALING

REINFORCED 
BODY PN30

ANTI-CORROSIVE 
COATING
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S30 SERIES

S30 SERIES

S30 SERIES

dimensions handle color code A (mm) B (mm) C (mm) pcs. / pack pcs. / box
1/2" red CA/ZK-WZR15-OK 56 94 63 30 60
3/4" red CA/ZK-WZR20-OK 64 94 70 20 40
1" red CA/ZK-WZR25-OK 73 114 81 12 24

1 1/4" red CA/ZK-WZR32-OK 85 114 90 10 20
1 1/2" red CA/ZK-WZR40-OK 98 154 104 6 12

2" red CA/ZK-WZR50-OK 119 154 118 2 4
1/2" blue CA/ZK-WZR15-OK-N 56 94 63 30 60
3/4" blue CA/ZK-WZR20-OK-N 64 94 70 20 40
1" blue CA/ZK-WZR25-OK-N 73 114 81 12 24

1 1/4" blue CA/ZK-WZR32-OK-N 85 114 90 10 20

dimensions handle color code A (mm) B (mm) C (mm) pcs. / pack pcs. / box
3/8" red CA/ZK-WWM10 41 54 46 60 120
1/2" red CA/ZK-WWM15 49 54 54 40 80
3/4" red CA/ZK-WWM20 56 54 61 25 50
1" red CA/ZK-WWM25 64 75 73 14 28

3/8" blue CA/ZK-WWM10-N 41 54 46 60 120
1/2" blue CA/ZK-WWM15-N 49 54 54 40 80
3/4" blue CA/ZK-WWM20-N 56 54 61 25 50
1" blue CA/ZK-WWM25-N 64 75 73 14 28

dimensions handle color code A (mm) B (mm) C (mm) pcs. / pack pcs. / box
1/2" red CA/ZK-WZM15 56 54 54 40 80

3/4" red CA/ZK-WZM20 64 54 61 25 50

1" red CA/ZK-WZM25 73 75 73 14 28

1/2" blue CA/ZK-WZM15-N 56 54 54 40 80

3/4" blue CA/ZK-WZM20-N 64 54 61 25 50

1" blue CA/ZK-WZM25-N 73 75 73 14 28

BALL VALVE F-M
dynamic sealing,  “butterfly”
T work  -20°C÷150°C
PN 30 bar

BALL VALVE F-F
dynamic sealing,  “butterfly”
T work  -20°C÷150°C
PN 30 bar

BALL VALVE F-M
dynamic sealing, handle with a window 
and label
T work  -20°C÷150°C
PN 30 bar

69947

PROTECTION 
CERTIFICATE

WARRANTY
YEAR

WARRANTY
YEAR

WARRANTY
YEAR

69947

PROTECTION 
CERTIFICATE

69947

PROTECTION 
CERTIFICATE

FOR DRINKING
WATER

DYNAMIC 
SEALING

REINFORCED 
BODY PN30

ANTI-CORROSIVE 
COATING

FOR DRINKING
WATER

DYNAMIC 
SEALING

REINFORCED 
BODY PN30

ANTI-CORROSIVE 
COATING

EUROPEAN 
BRASS

EUROPEAN 
BRASS

FOR DRINKING
WATER

DYNAMIC 
SEALING

REINFORCED 
BODY PN30

ANTI-CORROSIVE 
COATING

EUROPEAN 
BRASS
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S30 SERIES

BALL VALVE M-M 
dynamic sealing, “butterfly”
T work  -20°C÷150°C
PN 30 bar

S30 SERIES

S30 SERIES

BALL VALVE F-M STRAIGHT, 
WITH HALF-UNION
dynamic sealing, “butterfly”
T max 110°C
PN 30 bar

BALL VALVE F-M STRAIGHT, 
WITH HALF-UNION
dynamic sealing, handle with a window 
and label
T max 110°C
PN 30 bar

 A 

 C
 

 B 

69947

PROTECTION 
CERTIFICATE

69947

PROTECTION 
CERTIFICATE

WARRANTY
YEAR

WARRANTY
YEAR

FOR DRINKING
WATER

DYNAMIC 
SEALING

REINFORCED 
BODY PN30

ANTI-CORROSIVE 
COATING

EUROPEAN 
BRASS

FOR DRINKING
WATER

DYNAMIC 
SEALING

REINFORCED 
BODY PN30

ANTI-CORROSIVE 
COATING

EUROPEAN 
BRASS

dimensions handle color code A (mm) B (mm) C (mm) pcs. / pack pcs. / box
1/2” red CA/ZK-ZZM15 56 54 54 40 80

3/4” red CA/ZK-ZZM20 64 54 61 24 48

1” red CA/ZK-ZZM25 72 75 73 14 28

1/2” blue CA/ZK-ZZM15-N 56 54 54 40 80

3/4” blue CA/ZK-ZZM20-N 64 54 61 24 48

1” blue CA/ZK-ZZM25-N 72 75 73 14 28

dimensions handle color code A (mm) B (mm) C (mm) pcs. / pack pcs. / box

1/2" x 3/4” x 1/2” red CA/ZK-WZPR15-OK 78 118 62 8 16

 3/4" x 1” x 3/4” red CA/ZK-WZPR20-OK 87 122 69 20 40

 1" x 1 1/4” x 1” red CA/ZK-WZPR25-OK 99 146 81 14 28

1/2" x 3/4” x 1/2” blue CA/ZK-WZPR15-OK-N 78 118 62 8 16

 3/4" x 1” x 3/4” blue CA/ZK-WZPR20-OK-N 87 122 69 20 40

 1" x 1 1/4” x 1” blue CA/ZK-WZPR25-OK-N 99 146 81 14 28

dimensions handle color code A (mm) B (mm) C (mm) pcs. / pack pcs. / box

1/2" x 3/4” x 1/2” red CA/ZK-WZPM15 78 54 56 25 50

 3/4" x 1” x 3/4” red CA/ZK-WZPM20 87 54 64 20 40

 1" x 1 1/4” x 1” red CA/ZK-WZPM25 99 75 77 10 20

1/2" x 3/4” x 1/2” blue CA/ZK-WZPM15-N 78 54 56 25 50

 3/4" x 1” x 3/4” blue CA/ZK-WZPM20-N 86 54 64 20 40

 1" x 1 1/4” x 1” blue CA/ZK-WZPM25-N 102 75 77 10 20

 A 

 B 

 C
 

WARRANTY
YEAR

69947

PROTECTION 
CERTIFICATE

FOR DRINKING
WATER

DYNAMIC 
SEALING

REINFORCED 
BODY PN30

ANTI-CORROSIVE 
COATING

EUROPEAN 
BRASS
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S30 SERIES

S30 SERIES

BALL VALVE F-M STRAIGHT, 
WITH HALF-UNION AND O-RING
dynamic sealing, “butterfly”
T max 110°C
PN 30 bar

BALL VALVE F-M ANGLE, 
WITH HALF-UNION
dynamic sealing, “butterfly”
T max 110°C
PN 16 bar

 A 

 B 

 C
 

69947

PROTECTION 
CERTIFICATE

69947

PROTECTION 
CERTIFICATE

WARRANTY
YEAR

WARRANTY
YEAR

FOR DRINKING
WATER

DYNAMIC 
SEALING

REINFORCED 
BODY PN30

ANTI-CORROSIVE 
COATING

EUROPEAN 
BRASS

FOR DRINKING
WATER

DYNAMIC 
SEALING

REINFORCED 
BODY

ANTI-CORROSIVE 
COATING

EUROPEAN 
BRASS

S30 SERIES

BALL VALVE F-M ANGLE, 
WITH HALF-UNION AND O-RING
dynamic sealing, “butterfly”
T max 110°C
PN 16 bar

69947

PROTECTION 
CERTIFICATE

WARRANTY
YEAR

FOR DRINKING
WATER

DYNAMIC 
SEALING

REINFORCED 
BODY

ANTI-CORROSIVE 
COATING

EUROPEAN 
BRASS

dimensions handle color code A (mm) B (mm) C (mm) pcs. / pack pcs. / box
1/2" x 3/4” x 1/2” red CA/ZK-WZPM15-O 81 54 56 20 40

3/4" x 1” x 3/4” red CA/ZK-WZPM20-O 86 54 61 12 24

1" x 1 1/4” x 1” red CA/ZK-WZPM25-O 102 75 72 8 16

1 1/4" x 1 1/2” x 1 1/4” red CA/ZK-WZPM32-O 114 75 82 6 12

1/2" x 3/4” x 1/2” blue CA/ZK-WZPM15-O-N 81 54 56 20 40

3/4" x 1” x 3/4” blue CA/ZK-WZPM20-O-N 86 54 61 12 24

1" x 1 1/4” x 1” blue CA/ZK-WZPM25-O-N 102 75 72 8 16

1 1/4" x 1 1/2” x 1 1/4” blue CA/ZK-WZPM32-O-N 114 75 82 6 12

dimensions handle color code A (mm) B (mm) C (mm) pcs. / pack pcs. / box
1/2" x 3/4” x 1/2” red CA/ZK-KWZPM15 76 54 75 20 40

 3/4" x 1” x 3/4” red CA/ZK-KWZPM20 86 54 84 10 20

 1" x 1 1/4” x 1” red CA/ZK-KWZPM25 91 75 95 6 12

1/2" x 3/4” x 1/2” blue CA/ZK-KWZPM15-N 76 54 75 20 40

 3/4" x 1” x 3/4” blue CA/ZK-KWZPM20-N 86 54 84 10 20

 1" x 1 1/4” x 1” blue CA/ZK-KWZPM25-N 91 75 95 6 12

dimensions handle color code A (mm) B (mm) C (mm) pcs. / pack pcs. / box

1/2" x 3/4” x 1/2” red CA/ZK-KWZPM15-O 75 54 71 16 32

3/4” x 1” x 3/4” red CA/ZK-KWZPM20-O 81 54 80 9 18

1” x 1 1/4” x 1” red CA/ZK-KWZPM25-O 93 75 95 6 12

1/2" x 3/4” x 1/2” blue CA/ZK-KWZPM15-O-N 75 54 71 16 32

3/4” x 1” x 3/4” blue CA/ZK-KWZPM20-O-N 81 54 80 9 18

1” x 1 1/4” x 1” blue CA/ZK-KWZPM25-O-N 93 75 95 6 12
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S30 SERIES

S30 SERIES

S30 SERIES

BALL VALVE F-F WITH FILTER
dynamic sealing
T work  -20°C÷150°C
PN 30 bar

BALL VALVE F-F WITH FILTER
dynamic sealing, “butterfly”
T work  -20°C÷150°C
PN 30 bar

BALL VALVE F-F WITH DRAIN
AND VENT
dynamic sealing
T work  -20°C÷150°C
PN 30 bar

 B 

A 

C
 

69947

PROTECTION 
CERTIFICATE

69947

PROTECTION 
CERTIFICATE

69947

PROTECTION 
CERTIFICATE

WARRANTY
YEAR

WARRANTY
YEAR

WARRANTY
YEAR

FOR DRINKING
WATER

DYNAMIC 
SEALING

REINFORCED 
BODY PN30

ANTI-CORROSIVE 
COATING

EUROPEAN 
BRASS

FOR DRINKING
WATER

DYNAMIC 
SEALING

REINFORCED 
BODY PN30

ANTI-CORROSIVE 
COATING

EUROPEAN 
BRASS

FOR DRINKING
WATER

DYNAMIC 
SEALING

REINFORCED 
BODY PN30

ANTI-CORROSIVE 
COATING

EUROPEAN 
BRASS

dimensions handle color code A (mm) B (mm) C (mm) pcs. / pack pcs. / box
1/2" red CA/ZK-WWFR15 78 91 94 12 24

3/4" red CA/ZK-WWFR20 96 102 94 9 18

1" red CA/ZK-WWFR25 108 120 119 5 10

1/2" blue CA/ZK-WWFR15-N 78 91 94 12 24

3/4" blue CA/ZK-WWFR20-N 96 102 94 9 18

1" blue CA/ZK-WWFR25-N 108 120 119 5 10

dimensions handle color code A (mm) B (mm) C (mm) pcs. / pack pcs. / box

1/2" red CA/ZK-WWFM15 78 54 81 6 12

3/4" red CA/ZK-WWFM20 96 54 93 9 18

1" red CA/ZK-WWFM25 108 75 110 6 12

1/2" blue CA/ZK-WWFM15-N 78 54 81 6 12

3/4" blue CA/ZK-WWFM20-N 96 54 93 9 18

1" blue CA/ZK-WWFM25-N 108 75 110 6 12

dimensions handle color code A (mm) B (mm) C (mm) pcs. / pack pcs. / box

1/2" red CA/ZK-WWSOR15 56 94 63 15 30

3/4" red CA/ZK-WWSOR20 65 94 70 12 24

1" red CA/ZK-WWSOR25 71 114 81 8 16

1/2" blue CA/ZK-WWSOR15-N 56 94 63 15 30

3/4" blue CA/ZK-WWSOR20-N 65 94 70 12 24

1" blue CA/ZK-WWSOR25-N 71 114 81 8 16
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S30 SERIES

S30 SERIES

S30 SERIES

BALL VALVE F-M WITH SWIVEL NUT
dynamic sealing, “butterfly”
T work  -20°C÷110°C
PN 30 bar

BALL VALVE F-F WITH SWIVEL NUT
dynamic sealing, “butterfly”
T work  -20°C÷110°C
PN 30 bar

BALL VALVE F-F WITH SWIVEL NUT 1” 
WITH RED OR BLUE KNOB 
AND THERMOMETER
dynamic sealing
T work  -20°C÷150°C
PN 30 bar

 A 

 C
 

 B 

B

 C

 A 

69947

PROTECTION 
CERTIFICATE

69947

PROTECTION 
CERTIFICATE

69947

PROTECTION 
CERTIFICATE

WARRANTY
YEAR

WARRANTY
YEAR

WARRANTY
YEAR

FOR DRINKING
WATER

FOR DRINKING
WATER

FOR DRINKING
WATER

DYNAMIC 
SEALING

DYNAMIC 
SEALING

DYNAMIC 
SEALING

REINFORCED 
BODY PN30

REINFORCED 
BODY PN30

REINFORCED 
BODY PN30

ANTI-CORROSIVE 
COATING

ANTI-CORROSIVE 
COATING

EUROPEAN 
BRASS

EUROPEAN 
BRASS

EUROPEAN 
BRASS

dimensions handle color code A (mm) B (mm) C (mm) pcs. / pack pcs. / box
1/2" red CA/ZK-WZRNM15 72 54 54 30 60
3/4" red CA/ZK-WZRNM20 81 54 61 20 40
1" red CA/ZK-WZRNM25 91 75 73 12 24

1/2” x 3/4” red CA/ZK-WZRNM1520 75 53 53 25 50
3/4” x 1” red CA/ZK-WZRNM2025 85 53 61 20 40

1/2" blue CA/ZK-WZRNM15-N 72 54 54 30 60
3/4" blue CA/ZK-WZRNM20-N 81 54 61 20 40
1" blue CA/ZK-WZRNM25-N 91 75 73 12 24

1/2” x 3/4” blue CA/ZK-WZRNM1520-N 75 53 53 25 50
3/4” x 1” blue CA/ZK-WZRNM2025-N 85 53 61 20 40

dimensions handle color code A (mm) B (mm) C (mm) pcs. / pack pcs. / box
1/2” red CA/ZK-WWRNM15 72 53 53 30 60

1/2” x 3/4” red CA/ZK-WWRNM1520 74 53 53 25 50
3/4” red CA/ZK-WWRNM20 79 53 61 20 40

3/4” x 1” red CA/ZK-WWRNM2025 84 53 61 20 40
1” red CA/ZK-WWRNM25 73 75 90 12 24

1/2” blue CA/ZK-WWRNM15-N 72 53 53 30 60
1/2” x 3/4” blue CA/ZK-WWRNM1520-N 74 53 53 25 50

3/4” blue CA/ZK-WWRNM20-N 79 53 61 20 40
3/4” x 1” blue CA/ZK-WWRNM2025-N 84 53 61 20 40

1” blue CA/ZK-WWRNM25-N 73 75 90 12 24

dimensions handle color code A (mm) B (mm) C (mm) pcs. / pack pcs. / box
1" red CA/ZK-WWRNT25-CZ 90 73 88 8 16
1" blue CA/ZK-WWRNT25-N 90 73 88 8 16

A

C

B
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DRAIN VALVE M

with a sealing ring, locknut, plug 
and hose connector
T max 110°C
PN 25 bar

dimensions code A (mm) B (mm) C (mm)

1/2" CA/ZKS-PN15 72 40 43

pcs. / pack pcs. / box

30 60

DRAIN VALVE M

to manifolds                                              
T instant. max  130°C
PN 16 bar

dimensions code A (mm) B (mm)

1/2" CA/ZS-RN15 39 45

pcs. / pack pcs. / box

20 120

75
° 

A 

B 

FOR DRINKING
WATER

EUROPEAN 
BRASS

DRAIN BALL VALVES S30

DRAIN VALVE M

with plug and a hose connector 
T max 110°C
PN 25 bar

dimensions code A (mm) B (mm) C (mm)

1/2" CA/ZKS-15 68 40 43

3/4" CA/ZKS-20 74 40 43

pcs. / pack pcs. / box

35 70

20 40

FOR DRINKING
WATER

EUROPEAN 
BRASS
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BALL VALVES MINI S30

BALL VALVES MINI S30 FOR PEX 16 x 2.0 PIPES

MINI VALVE

MINI VALVE

T work  110°C 
PN 30 bar

extra sealing o-ring 
valve:
T work  95°C
PN 30 bar
PEX connector:
T work  95°C, 
PN 10 bar

A 

 C 

 B
 

FOR DRINKING
WATER

FOR DRINKING
WATER

EUROPEAN 
BRASS

EUROPEAN 
BRASS

dimensions handle color code A (mm) B (mm) C (mm) pcs. / pack pcs. / box

1/2" red CA/ZK-MINI15CZ 48 45 33 70 140

1/2" blue CA/ZK-MINI15N 48 45 33 70 140

dimensions handle color code A (mm) B (mm) C (mm) pcs. / pack pcs. / box

1/2"x16x2,0 red CA/ZK-MINI1/2X16CZ 58 33 44 40 80

1/2"x16x2,0 blue CA/ZK-MINI1/2X16N 58 33 44 40 80



28

I. 
BA

LL
, A

N
G

LE
 A

N
D

 C
H

EC
K 

VA
LV

ES
, F

IL
TE

RS
 A

N
D

 S
EP

A
RA

TO
RS

GARDEN SERIES

GARDEN SERIES

GARDEN SERIES

GARDEN SERIES BIS

GARDEN BALL VALVES

FROST-RESISTANT BALL VALVES 
hose connector, sealing, stainless steel 
lever and nut
T max 90°C
PN 30

FROST-RESISTANT BALL VALVES
quick-coupling connector, sealing, 
stainless steel lever and nut
T max 90°C 
PN 30 

dimensions code A (mm) B (mm) C (mm)
1/2"x3/4"x15 CA/ZK-CZ15 92 94 95
3/4"x 3/4"x20 CA/ZK-CZ20 100 94 99

dimensions code A (mm) B (mm) C (mm)
1/2"x3/4" - SZ CA/ZK-CZS15 94 94 95
3/4"x3/4" - SZ CA/ZK-CZS20 102 94 99

pcs. / pack pcs. / box
16 32
10 20

pcs. / pack pcs. / box
16 32
10 20

WARRANTY
YEAR

WARRANTY
YEAR

WARRANTY
YEAR

WARRANTY
YEAR

228882

INVENTION 
PATENT 

228882

INVENTION 
PATENT 

228882

INVENTION 
PATENT 

228882

INVENTION 
PATENT 

FOR DRINKING
WATER

INOX HANDLE
 AND NUT

INOX

MONOLITHIC 
BODY

FOR DRINKING
WATER

INOX HANDLE
 AND NUT

INOX

MONOLITHIC 
BODY

FROST-RESISTANT

FROST-RESISTANT

FROST-RESISTANT BALL VALVES
WITH TWO CONNECTORS
hose connector and quick-coupling 
connector, sealing, stainless steel lever 
and nut
T max 90°C 
PN 30

dimensions code A (mm) B (mm) C (mm) D (mm)
1/2"x3/4"-SZx3/4”-15 CA/ZK-CZBIS15 116 113 93 140
3/4”x3/4”-SZx3/4”-20 CA/ZK-CZBIS20 118 122 93 140

pcs. / pack pcs. / box
- 32
- 28

FOR DRINKING
WATER

INOX HANDLE
 AND NUT

INOX

MONOLITHIC 
BODY

FROST-RESISTANT

FROST-RESISTANT BALL VALVES
hose connector and quick-coupling 
connector, sealing, stainless steel lever 
and nut 
Tmax 90°C 
PN 30

dimensions code A (mm) B (mm) C (mm)
1/2"x3/4" - 15/SZ CA/ZK-CZZWS15 94 94 95
3/4"x3/4" - 20/SZ CA/ZK-CZZWS20 102 94 99

pcs. / pack pcs. / box
12 24
10 20

FOR DRINKING
WATER

INOX HANDLE
 AND NUT

INOX

MONOLITHIC 
BODY

FROST-RESISTANT

 30° 

D 

A 

C 

B 

EUROPEAN 
BRASS

EUROPEAN 
BRASS

EUROPEAN 
BRASS

EUROPEAN 
BRASS
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FARMER BALL VALVES

FOR DRINKING
WATER

FOR DRINKING
WATER

FOR DRINKING
WATER

FOR DRINKING
WATER

INOX HANDLE
 AND NUT

INOX

INOX HANDLE
 AND NUT

INOX

INOX HANDLE
 AND NUT

INOX

INOX HANDLE
 AND NUT

INOX

BALL VALVE
sealing, stainless steel lever and nut
T max 90°C 
PN 25

BALL VALVE
sealing, stainless steel lever and nut
T max 65°C 
PN 10

dimensions code A (mm) B (mm) C (mm) D(mm)
1”x1 1/4”-26 CA/ZK-CZF25 160 94 109 46

pcs. / pack pcs. / box
6 12

FARMER SERIES

BALL VALVE
hose connector and quick-coupling
connector, sealing, stainless steel lever
and nut
T max 65°C 
PN 10

BALL VALVE
quick-coupling connector, sealing,
stainless steel lever and nut
T max 65°C 
PN 10

dimensions code A (mm) B (mm) C (mm)
1/2”x3/4”x15 CA/ZK-CZF15 140 93 86
3/4”x3/4”x15 CA/ZK-CZF20 140 93 86

dimensions code A (mm) B (mm) C (mm)
1/2”x3/4”xSZ CA/ZK-CZFS15 140 93 86
3/4”x3/4”xSZ CA/ZK-CZFS20 140 93 86

dimensions code A (mm) B (mm) C (mm)
1/2”x3/4”x15/SZ CA/ZK-CZFZWS15 140 93 86
3/4”x3/4”x15/SZ CA/ZK-CZFZWS20 140 93 86

pcs. / pack pcs. / box
20 40
16 32

pcs. / pack pcs. / box
18 36
16 32

pcs. / pack pcs. / box
14 28
14 28

FARMER SERIES

FARMER SERIES

FARMER SERIES

 15 

 B 

 A 

 C
 

 15 

 B 

 A 

 C
 

 15 

 B 

 A 

 C
 

DYNAMIC 
SEALING

DYNAMIC 
SEALING

DYNAMIC 
SEALING

 B 

A 

 106° 

 D
 

 26 

 G
1 

 
36

,5
 

 C
 

EUROPEAN 
BRASS

EUROPEAN 
BRASS

EUROPEAN 
BRASS

EUROPEAN 
BRASS
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55/60 CONTAINER PLUG

55/60 CONTAINER PLUG

55/60 CONTAINER PLUG

55/60 CONTAINER PLUG

55/60 CONTAINER PLUG

with a Calido ball valve 1” from the S30 SERIES

with a Calido ball valve 3/4” from the S30 
SERIES and a quick-coupling
T max 90°C
PN 30

with a Calido ball valve 1”
from the FARMER SERIES
T max 90°C
PN 25

dimensions code pcs. / pack pcs. / box
3/4” CA/ZK-KOREK WZR20 1 56

dimensions code pcs. / pack pcs. / box
1” CA/ZK-KOREK CZF25 1 56

dimensions code pcs. / pack pcs. / box
1” CA/ZK-KOREK WZR25 1 56

dimensions code pcs. / pack pcs. / box
3/4” CA/ZK-KOREK CZ20 1 56

with a Calido ball valve 3/4”
from the GARDEN SERIES
T max 90°C
PN 30

with a Calido ball valve 3/4”
from the FARMER SERIES
T max 65°C
PN 10

PLUGS WITH BALL VALVES

FOR DRINKING
WATER

FOR DRINKING
WATER

FOR DRINKING
WATER

FOR DRINKING
WATER

FOR DRINKING
WATER

INOX HANDLE
 AND NUT

INOX

INOX HANDLE
 AND NUT

INOX

INOX HANDLE
 AND NUT

INOX

INOX HANDLE
 AND NUT

INOX

INOX HANDLE
 AND NUT

INOX

EUROPEAN 
BRASS

EUROPEAN 
BRASS

EUROPEAN 
BRASS

EUROPEAN 
BRASS

EUROPEAN 
BRASS

dimen-
sionsy kod pcs. / 

pack.
pcs. / 
box

3/4” CA/ZK-KOREK CZF20 1 56
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ERYK SERIES

ERYK SERIES

ERYK SERIES

ERYK SERIES

ERYK SERIES

VALVES AND ACCESSORIES FOR HEATING

dimensions code pcs./ 
pack

pcs. / 
box

1 x 1/2”
1 x 1/2” *
1 x 3/4”
1 x 3/4” *

CA/ZKKN-DPKN KPL 1
set 12

* with a check valve and ANTI-LIME filter

CHECK
VALVE

ANTI-SCALE
FILTER

DYNAMIC 
SEALING

CLOSED - OPENED 
WITH A 10 AND 2’ 

WRENCH

RESISTANT TO
DEZINCIFICATION

BRASS
DZR

FOR DRINKING
WATER

230959

INVENTION 
PATENT 

dimensions code pcs. / 
pack

pcs. / 
box

1/2” CA/ZKKN-DPK 15 - 64
DYNAMIC 
SEALING

CLOSED - OPENED 
WITH A 10 AND 2’ 

WRENCH

RESISTANT TO
DEZINCIFICATION

BRASS
DZR

FOR DRINKING
WATER

DYNAMIC 
SEALING

CLOSED - OPENED 
WITH A 10 AND 2’ 

WRENCH

RESISTANT TO
DEZINCIFICATION

BRASS
DZR

FOR DRINKING
WATER

CHECK
VALVE

ANTI-SCALE
FILTER

DYNAMIC 
SEALING

CLOSED - OPENED 
WITH A 10 AND 2’ 

WRENCH

RESISTANT TO
DEZINCIFICATION

BRASS
DZR

FOR DRINKING
WATER

dimensions code pcs. /
pack

pcs. /
box

1/2” CA/ZKKN-DPKF 15 - 50

dimensions code pcs. / 
pack

pcs. /  
box

3/4” CA/ZKKN-DPK 20 - 45

dimensions code pcs. /
pack

pcs. /
box

3/4” CA/ZKKN-DPKF 20 - 45
CHECK
VALVE

ANTI-SCALE
FILTER

DYNAMIC 
SEALING

CLOSED - OPENED 
WITH A 10 AND 2’ 

WRENCH

RESISTANT TO
DEZINCIFICATION

BRASS
DZR

FOR DRINKING
WATER

set of ball valves, ANGLE, for connecting  
a hanging boiler:
1xCA/ZKKN-DPK 15
1xCA/ZKKN-DPKF 15
1xCA/ZKKN-DPK 20
1xCA/ZKKN-DPKF 20
PN 10 bar
T nom. 110°C
T instant. max 150°C
(for valves without a check valve)
T instant. max 120°C
(for valves with a check valve)

ball valve, ANGLE, for connecting a hanging 
boiler:
PN 10 bar
T nom. 110°C
T instant. max 150°C

ball valve, ANGLE, for connecting a hanging 
boiler:
PN 10 bar
T nom. 110°C
T instant. max 150°C

ball valve, ANGLE, for connecting a hanging 
boiler, with an ANTI-LIME filter and a check 
valve
PN 10 bar
T nom. 110°C
T instant. max 120°C

ball valve, ANGLE, for connecting a hanging 
boiler, with an ANTI-LIME filter and a check 
valve
PN 10 bar
T nom. 110°C
T instant. max 120°C

 54 

 6
9 

 5
4 

 G
1/

2 

 54 

 5
5 

 G
3/

4 
 7

2 

 54 

 7
0 

 5
4 

 54 
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4 
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5 

 7
2 

230959

INVENTION 
PATENT 

230959

INVENTION 
PATENT 
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thermostatic, mixing, three-way valve for 
central heating systems
PN 10 bar
T nom. 90°C
T instant. max 110°C
temperature control range: 23-43°C
control accuracy 2°C, 
max glycol concentration in the medium 50%

THREE-WAY VALVE

SAFETY GROUPS

FOR CENTRAL HEATING SYSTEM

FOR CENTRAL TAP WATER SYSTEM

type description code pcs. / box
WITH 1.5 BAR SAFETY VALVE 280 mm long,

4 bar manometer,
max 110°C

CA/GB-CO-1,5 1
WITH 2.5 BAR SAFETY VALVE CA/GB-CO-2,5 1
   WITH 3 BAR SAFETY VALVE CA/GB-CO-3 1

type description code pcs. / box
WITH 6 BAR SAFETY VALVE 280 mm long,

10 bar manometer,
max 110°C

CA/GB-CWU-6 1

WITH 8 BAR SAFETY VALVE CA/GB-CWU-8 1

dimensions Flow rate 
Kv (m³/h) code pcs. / 

pack.
pcs. / 
box

1”x1”x1” 1,6 CA/ZTM-25 1 60
1”x1”x1” 3,2 CA/ZTM-3,2 1 30
1”x1”x1” 4,8 CA/ZTM-4,8 1 20
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ENERGY SAVING CHECK VALVE F-F,
FULL FLOW 
ANTI-LIME, plastic mushroom, valve spring 
made of stainless steel, tested for 1 000 000 
open-close cycles
T work -20°C (without freezing) ÷ 90°C
PN 25 bar

PIONIER SERIES

QUIET
CLOSING

QUIET
CLOSING

MAY BE COUPLED 
WITH ELECTRONIC 

PUMPS

MAY BE COUPLED 
WITH ELECTRONIC 

PUMPS

ANTISCALE

ANTISCALE

FULL FLOW

FULL FLOW

CHECK VALVES

231282

INVENTION 
PATENT 

231282

INVENTION 
PATENT 

dimensions code Kv(m3/h) A (mm) B (mm) C D
1/2" CA/ZZPP-15 4,5 49 38 GW 1/2 GW 1/2
3/4" CA/ZZPP-20 10,0 56 48 GW 3/4 GW 3/4
1" CA/ZZPP-25 15,5 60 56 GW 1 GW 1

1 1/4” CA/ZZPP-32 23,3 66 68 GW 1 1/4 GW 1 1/4

pcs. / pack. pcs. / box
30 60
16 32
12 24
10 20

 A
 

 B 

 C 

 D 

dimensions code Kv(m3/h) A (mm) B (mm) C D
1" CA/ZZP-WZ-25 15,5 67 56 GZ 1 GW1

pcs. / pack. pcs. / box
15 30

ENERGY SAVING CHECK VALVE F-M,
FULL FLOW
ANTI-LIME, plastic mushroom, valve spring 
made of stainless steel, tested for 1 000 000 
open-close cycles
T work -20°C (without freezing) ÷ 90°C
PN 25 bar  A

 

 B 

 C 

 D 
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MANUAL STRAIGHT VALVE
nickel

T max 110°C                                   
PN 16 bar

RETURN STRAIGHT VALVE
nickel
T max 110°C
PN 16 bar

dimensions code A (mm) B (mm)
1/2" CA/ZG-ZP1/2 77 71
1/2" *CA/ZG-ZP1/2-O 77 71

*version with o-ring

dimensions code A (mm) B (mm)
1/2" CA/ZG-PP1/2 77 42
1/2" *CA/ZG-PP1/2-O 77 42

*version with o-ring

dimensions code A (mm) B (mm)
1/2" CA/ZG-ZK1/2 52 73
1/2" *CA/ZG-ZK1/2-O 52 73

*version with o-ring

ESKIMOS SERIES

ESKIMOS SERIES

REPLACEABLE 
O-RINGS

MONOLITHIC 
BODY

DEVIATION UP
TO 5° POSSIBLE

REPLACEABLE 
O-RINGS

MONOLITHIC 
BODY

DEVIATION UP
TO 5° POSSIBLE

pcs. / pack pcs. / box
10 40
9 36

pcs. / pack pcs. / box
10 60
9 54

MANUAL RADIATOR VALVES

O-RINGS CAN BE CHANGED WITHOUT DRAINING THE WATER FROM THE INSTALLATION

MANUAL ANGLE VALVE 
nickel
T max 110°C
PN 16 bar

ESKIMOS SERIES

pcs. / pack pcs. / box
10 40
8 32

REPLACEABLE 
O-RINGS

MONOLITHIC 
BODY

DEVIATION UP
TO 5° POSSIBLE

dimensions code A (mm) B (mm)
1/2" CA/ZG-PK1/2 52 44
1/2" *CA/ZG-PK1/2-O 52 44

*version with o-ring

RETURN ANGLE VALVE
nickel
T max 110°C
PN 16 bar

ESKIMOS SERIES

pcs. / pack pcs. / box
16 64
16 64

REPLACEABLE 
O-RINGS

MONOLITHIC 
BODY

DEVIATION UP
TO 5° POSSIBLE

A

B

G
1/
2

G
1/
2

A

B

G
1/
2

G
1/
2

A

G
1/
2

G1/2

B

A

G
1/
2

G1/2

B

70783

PROTECTION 
CERTIFICATE

70783

PROTECTION 
CERTIFICATE

70783

PROTECTION 
CERTIFICATE

70783

PROTECTION 
CERTIFICATE
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dimensions code A (mm) B (mm)
1/2"x16x2,0 CA/ZG-ZPPEX1/2X16 89 73

1/2"x15 *CA/ZG-ZPCU1/2X15 86 73
*version with o-ring

dimensions code A (mm) B (mm)
1/2"x16x2,0 CA/ZG-PPPEX1/2X16 89 44

1/2"x15 *CA/ZG-PPCU1/2X15 86 44
*version with o-ring

dimensions code A (mm) B (mm)
1/2"16x2,0 CA/ZG-ZKPEX1/2X16 52 84

1/2"x15 *CA/ZG-ZKCU1/2X15 52 82
*version with o-ring

RADIATOR VALVES WITH PRESS-IN CONNECTORS FOR PE 16X2.0 AND CU 15 MM PIPES

MANUAL RETURN STRAIGHT VALVE
nickel
valve: T max 95°C, PN 16 bar 
connector: T max 95°C, PN 10 bar 

RETURN STRAIGHT VALVE
nickel
valve: T max 95°C, PN 16 bar 
connector: T max 95°C, PN 10 bar 

ESKIMOS SERIES

ESKIMOS SERIES

pcs. / pack pcs. / box
9 36
9 36

pcs. / pack pcs. / box
9 54

9 54

REPLACEABLE 
O-RINGS

MONOLITHIC 
BODY

DEVIATION UP
TO 5° POSSIBLE

REPLACEABLE 
O-RINGS

MONOLITHIC 
BODY

DEVIATION UP
TO 5° POSSIBLE

O-RINGS CAN BE CHANGED WITHOUT DRAINING THE WATER FROM THE INSTALLATION

MANUAL ANGLE VALVE
nickel
valve: T max 95°C, PN 16 bar 
connector: T max 95°C, PN 10 bar 

ESKIMOS SERIES

pcs. / pack pcs. / box
8 32
8 32

REPLACEABLE 
O-RINGS

MONOLITHIC 
BODY

DEVIATION UP
TO 5° POSSIBLE

RETURN ANGLE VALVE 
nickel
valve: T max 95°C, PN 16 bar 
connector: T max 95°C, PN 10 bar 

dimensions code A (mm) B (mm)
1/2"16x2,0 CA/ZG-PKPEX1/2X16 52 55

1/2"x15 *CA/ZG-PKCU1/2X15 52 53
* version with o-ring

ESKIMOS SERIES

pcs. / pack pcs. / box
14 56
14 56

REPLACEABLE 
O-RINGS

MONOLITHIC 
BODY

DEVIATION UP
TO 5° POSSIBLE

 A
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CERTIFICATE

70783

PROTECTION 
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dimensions code A (mm) B (mm)
1/2" CA/ZGT-ZP-NW 77 62
1/2" *CA/ZGT-ZP-NW-O 77 62

* version with o-ring

dimensions code A (mm) B (mm)
1/2" CA/ZGT-ZK-NW 66 65
1/2" *CA/ZGT-ZK-NW-O 66 65

* version with o-ring

pcs. / pack pcs. / box
1 8
1 25

pcs. / pack pcs. / box
1 8
1 25

THERMOSTATIC STRAIGHT VALVE WITH 
INITIAL SETTING
nickel
T max 120°C
PN 10 bar
head thread  M30x1,5

THERMOSTATIC ANGLE VALVE WITH INITIAL 
SETTING
nickel 
T max 120°C
PN 10 bar
head thread  M30x1,5

 4
5 

 46 

 2
3 

 G3/4 

ANGLE, WITH NIPPLES, BRIDGELESS
adjustment with 6 mm hex key
T max 110°C
 PN 16 bar

REPLACEABLE 
O-RINGS

ADJUSTMENT 
WITH 6MM 

HEX KEY

MONOLITHIC 
BODY

BOTTOM RADIATOR CONNECTORS

O-RINGS CAN BE CHANGED WITHOUT DRAINING THE WATER FROM THE INSTALLATION

dimen-
sions code pcs. / 

pack pcs. / box

3/4” x 1/2” CA/ZG-PGK1/2 1 kpl. 32

 68 
 26 

 4
1 

 G
1/

2 

 G
3/

4 

STRAIGHT, WITH NIPPLES, BRIDGELESS
adjustment with 6 mm hex key
T max 110°C
PN 16 bar

REPLACEABLE 
O-RINGS

ADJUSTMENT 
WITH 6MM 

HEX KEY

MONOLITHIC 
BODY

dimen-
sions code pcs. / 

pack pcs. / box

3/4" x 1/2" CA/ZG-PGP1/2 1 kpl. 32

THERMOSTATIC RADIATOR VALVES WITH INITIAL SETTING

ESKIMOS SERIES

ESKIMOS SERIES

ESKIMOS SERIES

ESKIMOS SERIES

A 

 B

 G
1/

2 

 G
1/

2 

A 

 B

 G1/2 

 G
1/

2 

70783

PROTECTION 
CERTIFICATE

70783

PROTECTION 
CERTIFICATE
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 70 

 50 

 4
6 

 G1/2  G1/2 ANGLE, WITH NIPPLES
adjustment with 6 mm hex key
T max 110°C
PN 10 bar
Kv 2,11 m3/h

STRAIGHT, WITH NIPPLES
adjustment with 6 mm hex key
T max 110°C
PN 10 bar
Kv 1,58 m3/h

REPLACEABLE 
O-RINGS

MONOLITHIC 
BODY

ADJUSTMENT 
WITH 6MM 

HEX KEY

dimensions code pcs. / pack pcs. / box

 3/4” x 1/2” CA/ZG-PGMK1/2 1 50

 50 

 6
8 

 2
6 

 G3/4  G3/4 

 G1/2  G1/2 

 70 

REPLACEABLE 
O-RINGS

MONOLITHIC 
BODY

ADJUSTMENT 
WITH 6MM 

HEX KEY

dimensions code pcs. / pack pcs. / box

3/4" x 1/2" CA/ZG-PGMP1/2 1 50

ESKIMOS SERIES

ESKIMOS SERIES

UNIONS

dimensions code pcs. / pack pcs. / box

15 x 1/2” CA/ZG-A-PCU15X1/2 1 200

dimensions code pcs. / pack pcs. / box

16 x 2,0 x 3/4” D/S-Z-PPEX16X3/4 1 40

COPPER PIPE UNION
T max 95°C
PN 10 bar

PEX PIPE UNION
T max 95°C
PN 16 bar

70783

PROTECTION 
CERTIFICATE

70783

PROTECTION 
CERTIFICATE
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dimensions code pcs. / pack pcs. / box

M30 x 1,5 CA/ZG-GT-BIANCA 1 50

dimensions code pcs. / 
pack

pcs. / 
box

M30 x 1,5 CA/ZG-GT-AMADA 1 50

THERMOSTATIC HEADS

THERMOSTATIC HEAD
temperature control range 6-28°C, 
working medium: liquid

THERMOSTATIC HEAD 
temperature control range 6-28°C, 
working medium: liquid

 AMADA

 BIANCA
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code pcs. / pack pcs. / box

CA/ZGT-ZTP-BIANCA 1 40

code pcs. / pack pcs. / box

CA/ZGT-ZTP-AMADA 1 40

code pcs. / pack pcs. / box

CA/ZGT-ZTK-BIANCA 1 40

code pcs. / pack pcs. / box

CA/ZGT-ZTK-AMADA 1 40

• AMADA M30x1.5 thermostatic head (tempera-
ture control range 6-28°C)

• thermostatic valve, angle, 1/2 “with initial 
setting and o-ring

• return valve, ANGLE 1/2” with o-ring

T max 110°C
PN 10 bar

• BIANCA M30x1.5 thermostatic head (tempera-
ture control range 6-28°C)

• thermostatic valve, angle, 1/2 “with initial 
setting

• return valve, ANGLE 1/2” 

T max 110°C
PN 10 bar

• AMADA M30x1.5 thermostatic head  
(temperature control range 6-28°C)

• thermostatic valve,  straight, 1/2 “with initial 
setting and o-ring

• return valve, straight, 1/2” with o-ring                               

T max 110°C
PN 10 bar

• BIANCA M30x1.5 thermostatic head (tempe-
rature control range 6-28°C)

• thermostatic valve, straight, 1/2 “with initial 
setting

• return valve, straight 1/2’

T max 110°C
PN 10 bar

ANGLE KIT AMADA 

THERMOSTATIC KITS

ANGLE  KIT BIANCA

STRAIGHT KIT AMADA

STRAIGHT KIT BIANCA
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FILTERS AND SEPARATORS

with filter and sedimentation vessel
P max 10 bar
T max 110°C
Magnetic power: 11 000 Gauss
Strainer mesh size 500 μm
Magnet type: neodymium
Acceptable liquids water and water solution 
with glycol at a maximum concentration of 40%
Maximum heating system power 24kW

with filter and sedimentation vessel
P max 10 bar
T max 110°C
Magnetic power: 11 000 Gauss
Strainer mesh size 500 μm
Magnet type: neodymium
Acceptable liquids water and water solution 
with glycol at a maximum concentration of 40%
Maximum heating system power 24kW

dimension Flow rate Kv
(m³/h) code pcs. / pack pcs. / box

3/4" 3,65 CA/FOM-20 1 16

MAGNETIC 
CARTRIDGE

MAGNETIC 
CARTRIDGE

STRAINER

STRAINER

BOILER 
PROTECTION

BOILER 
PROTECTION

HYDROCYKLON

HYDROCYKLON

MAGNETIC SEPARATOR

MAGNETIC SEPARATOR

dimension flow rate Kv
(m³/h) code pcs. / pack pcs. / box

1" 5,8 CA/FOMN-25 1 16
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filter mesh:  40 holes/cm2

T max 130°C                                            
PN 16 bar

filter mesh:  40 holes/cm2

magnetic cartridge

T max 120°C                                            
PN 10 bar

dimensions code A (mm) B (mm) H (mm)

1/2" CA/FSW-15 12 57 30

3/4" CA/FSW-20 13 67 38

1" CA/FSW-25 14 76 46

1 1/4" CA/FSW-32 16 98 52

1 1/2” CA/FSW-40 18 104 58

2” CA/FSW-50 19 127 73

dimensions code A (mm) B (mm) H (mm)

1/2" CA/FMS-15 12 57 53

3/4" CA/FMS-20 13 67 64

1" CA/FMS-25 14 76 72

ANGLE FILTER

pcs. / pack pcs. / box

16 160

10 100

8 80

4 32

4 32

2 24

pcs. / pack pcs. / box

12 120

9 72

5 50

A

B

H

ANGLE FILTER WITH MAGNETIC INSERT

 B 

 A 
 H

 



BRASS FITTINGS

2



Zawór gazowy KĄTOWY M/F Calido

Brass fittings F-M Calido

CONSTRUCTION ALLOWING FOR 5° 
ABERRATION FROM THE AXIS OF FITTING

DURABLE MULTI-INLET (6 INLETS)

THE ROUND SHAPE OF THE NIPPLE HEAD 
ALLOWING FOR SEALING ON THE FITTING SLOT
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THREADED BRASS FITTINGS

dimension code pcs. / pack pcs. / box
3/8" CA/KM-280-10 5 700
1/4" CA/KM-280-8 5 1700
1/2" CA/KM-280-15 5 400
3/4" CA/KM-280-20 5 240
1" CA/KM-280-25 5 120

1 1/4" CA/KM-280-32 5 75

dimension code pcs. / pack pcs. / box
1/4" x 3/8" CA/KM-245-108 5 800
1/4" x 1/2" CA/KM-245-158 5 550
3/8" x 1/2" CA/KM-245-1510 5 500
3/4" x 1/2" CA/KM-245-2015 5 270
1/2" x 1" CA/KM-245-2515 5 160
3/4" x 1" CA/KM-245-2520 5 150
1-1/4"×1" CA/KM-245-3225 5 170

dimension code pcs. / pack pcs. / box
1/4" SO-033011 25 1000
3/8" SO-033001 25 1000
1/2" SO-033002 25 800
1/2" SO-033002-E  25 500
3/4" SO-033003 25 400
3/4" SO-033003-E  25 300

3/4" SO-033003-JP                                 
(for a flat seal) 10 300

1" SO-033004 10 200
1" SO-033004-E 10 150

1" SO-033004-JP                                                
(for a flat seal) 10 150

1 1/4" SO-033005 10 120
1 1/2" SO-033006 5 80

2" SO-033007 - 50
2 1/2" SO-033008 - 30

3" SO-033009 - 20
4" SO-033040 - 10

NIPPLE M-M

NIPPLE M-M

REDUCING NIPPLE  M-M

BRASS FITTINGS

CALIDO brand code: CA

CHARACTERISTICS
OF THREADED BRASS FITTINGS

PARAMETERS FOR WATER, GLYCOL, COMPRESSED AIR

OPERATING TEMPERATURE Tmin=10°C
Tmax=110°C

NOMINAL PRESSURE 16 bar

SOBIME brand code: SO

CHARACTERISTICS
OF THREADED / SOLDERED BRASS FITTINGS

OPERATING PARAMETERS
WORKING PRESSURE

SIZE (INCH) -20°C do 120°C >120°C do 225°C
1/4” do 3/4” 25 16
1” do 2” 16 10
2 1/4” do 4” 10 6
WORKING TEMP. OF BRASS FITTINGS WITH EPDM 70° 
GASKETS

 1/4” do 4” -20°C do 120°C -

CALIDO brand code: CA

CHARACTERISTICS
OF SOLDERED BRASS FITTINGS

PARAMETERS FOR WATER, AND GLYCOL, COMPRESSED AIR

OPERATING TEMPERATURE Tmin=20°C
Tmax=110°C

NOMINAL PRESSURE 16 bar

E - ECONOMIC VERSION, APPLIES TO THE SOBIME BRAND
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dimension code pcs. / pack pcs. / box
 3/4" x 1/2" CA/KG-00420x15-O 5 400

dimension code pcs. / pack pcs. / box
1/4" x 3/8” SO-033111 25 1000
3/8" x 1/2" SO-033102-E 25 500
1/4" x 1/2" SO-033112 25 1000
1/2" x 3/4" SO-033203-E 25 400
1/2" x 1" SO-033204 10 300
3/4" x 1" SO-033304-E 10 200

3/4" x 1 1/4" SO-033305 10 200
3/4" x 1 1/2" SO-033306 10 150
1" x 1 1/4" SO-033405 10 180
1" x 1 1/2" SO-033406 10 120

1" x 2" SO-033407 5 80
1 1/4" x 1 1/2" SO-033506 10 100

1 1/4" x 2" SO-033507 5 70
1 1/2" x 2" SO-033607 5 70
2" x 2 1/2" SO-033708 - 35

REDUCING NIPPLE  M-M

REDUCING NIPPLE M-M WITH O-RING TO MANIFOLD

dimension code pcs. / pack pcs. / box
3/8" CA/KM-290-10 5 1000
1/2" CA/KM-290-15 5 700
3/4" CA/KM-290-20 5 400
1" CA/KM-290-25 5 200

PLUG M

dimension code pcs. / pack pcs. / box
3/8" SO-069001 25 1000
1/2" SO-069002 25 1000
3/4" SO-069003 25 600
1" SO-069004 25 400

1 1/4" SO-069005 10 250
1 1/2" SO-069006 10 180

2" SO-069007 5 100

PLUG M

dimension code pcs. / pack pcs. / box
3/8"M x 1/4"F CA/KM-241-108 5 1000
1/2"M x 1/4"F CA/KM-241-158 5 700
1/2"M x 3/8"F CA/KM-241-1510 5 400
1"M x 1/2"F CA/KM-241-2515 5 200

3/4"M x 1/2"F CA/KM-241-2015 5 600
1"M x 3/4"F CA/KM-241-2520 5 400

REDUCER M-F

dimension code pcs. / pack pcs. / box
1/2”M x 1”F CA/KM-246-2515 5 200

NIPPLE-COUPLER REDUCER M-F
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dimension code pcs. / pack pcs. / box
3/8"M x 1/4"F SO-075111 25 1000
1/2"M x 1/4"F SO-075211 25 1000
1/2"M x 3/8"F SO-075201-E 25 750
3/4"M x 3/8"F SO-075301 25 400
3/4"M x 1/2"F SO-075302-E 25 450
1"M x 1/2"F SO-075402 25 400
1"M x 3/4"F SO-075403-E 25 300

 1 1/4"M x 1/2"F SO-075502 10 250
1 1/4"M x 3/4"F SO-075503 10 250
1 1/4"M x 1"F SO-075504 10 250

1 1/2"M x 1/2"F SO-075602 10 150
1 1/2"M x 3/4"F SO-075603 10 150
1 1/2"M x 1"F SO-075604 10 150

1 1/2"M x 1 1/4"F SO-075605 10 150
2"M x 1/2"F SO-075702 5 100
2"M x 3/4"F SO-075703 5 100
2"M x 1"F SO-075704 5 60

2"M x 1 1/4"F SO-075705 5 60
2"M x 1 1/2"F SO-075706 5 60

2 1/2"M x 1 1/4"F SO-075805 5 -
2 1/2"M x 1 1/2"F SO-075806 5 -

2 1/2"M x 2"F SO-075807 - 50
3"M x 2"F SO-075907 - 30

3"M x 2 1/2"F SO-075908 - 30
4"M x 3"F SO-075409 - 15

REDUCER M-F

dimension code pcs. / pack pcs. / box
1/4"M x 3/8"F SO-062111 25 1000
3/8”M x 1/2”F SO-062112-E 25 500
1/2"M x 1"F SO-062204 10 300

1/2"M x 3/4”F SO-062233-E 25 400
3/4"M x 1”F SO-062354-E 10 200

1"M x 1 1/4"F SO-062405 10 150
1”M x 1 1/2”F SO-062406 10 120

1 1/4"M x 1 1/2"F SO-062506 5 120
1/2"M x 3/8"F CA/KM-246-1510 5 800
3/4"M x 1/2"F CA/KM-246-2015 5 450
1"M x 3/4"F CA/KM-246-2520 5 280

1 1/4"M x 1"F CA/KM-246-3225 5 170

NIPPLE-COUPLER REDUCER M-F

dimension code pcs. / pack pcs. / box
3/8" CA/KM-270-10 5 400
1/2" CA/KM-270-15 5 230
3/4" CA/KM-270-20 5 140
1" CA/KM-270-25 5 100

MUFF F-F

dimension code pcs. / pack pcs. / box
3/8" SO-066001 25 500
1/2" SO-066002-E 25 300
3/4" SO-066003 10 250
1" SO-066004 10 150

1 1/4" SO-066005 5 100
1 1/2" SO-066006 5 70

2" SO-066007 - 30
2 1/2" SO-066008 - 25

3" SO-066009 - 15
4" SO-066040 - 10

MUFF F-F
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dimension code szt.w opak. pcs. / box
 1/2" x 3/4" CA/KG-00215x20 5 210

3/4" x 1" CA/KG-00220x25 5 150
1/2" x 3/8" CA/KM-240-1510 5 450
1" x 1/2" CA/KM-240-2515 5 250

REDUCING MUFF F-F

dimension code pcs. / pack pcs. / box
3/8" x 1/2" SO-065102-E 25 500
1/2" x 3/4" SO-065203-E 25 300
1/2" x 1" SO-065204-E 10 150
3/4" x 1" SO-065304-E 10 150

1" x 1 1/4" SO-065405 10 120
1" x 2" SO-065407 - 60

1 1/4" x 1 1/2" SO-065506 5 75

REDUCING MUFF F-F

dimension code pcs. / pack pcs. / box
3/8" CA/KM-90-10 5 340
1/2" CA/KM-90-15 5 200
3/4" CA/KM-90-20 5 110
1" CA/KM-90-25 5 60

ELBOW F-F

dimension code pcs. / pack pcs. / box
3/8" SO-067001 25 500
1/2" SO-067002-E 25 250
3/4" SO-067003 10 200
1" SO-067004 10 100

1 1/4"   SO-067005 - 65
1 1/2"   SO-067006 - 45

2"   SO-067007 - 25
2 1/2" SO-067008 - 12

3" SO-067009 - 8

ELBOW F-F

dimension code pcs. / pack pcs. / box
3/8" CA/KM-92-10 5 340
1/2" CA/KM-92-15 5 200
3/4" CA/KM-92-20 5 100
1" CA/KM-92-25 5 60

ELBOW F-M

dimension code pcs. / pack pcs. / box
3/8" SO-067001-MH 25 500
1/2" SO-067002-MHE 25 250
3/4" SO-067003-MHE 10 150
1" SO-067004-MH 10 100

1 1/4" SO-067005-MH - 65
1 1/2" SO-067006-MH - 45

2" SO-067007-MH - 25
2 1/2" SO-067008-MH - 12

3" SO-067009-MH - 8

ELBOW F-M

dimension code pcs. / pack pcs. / box
1/2"M x 3/4"F SO-067203 10 200
 3/4"M x 1"F SO-067304 10 120

1"M x 1 1/4"F SO-067405 5 80

REDUCING ELBOW F-M



TEE F-F-F

dimension code pcs. / pack pcs. / box
3/8" SO-068001 25 400
1/2" SO-068002-E 10 150
3/4" SO-068003 10 150
1" SO-068004 5 75

1 1/4"  SO-068005 - 40
1 1/2"  SO-068006 - 30

2"  SO-068007 - 22
2 1/2" SO-068008 - 10

3" SO-068009 - 5
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dimension code pcs. / pack pcs. / box
1/2" SO-072002-MHN 10 300
3/4" SO-072003-MHN 10 150

dimension code pcs. / pack pcs. / box
1/2" SO-072002-MH 10 300
3/4" SO-072003-MH 10 150

ELBOW WITH SWIVEL NUT, NICKEL-PLATED F-M

ELBOW WITH SWIVEL NUT F-M

ELBOW WITH SWIVEL NUTS F-F

dimension code pcs. / pack pcs. / box
3/4" SO-072003-HH 10 150

ELBOW M-M

ELBOW WITH MOUNTING BASE F-F

dimension code pcs. / pack pcs. / box
3/8" SO-094001 10 750
1/2" SO-094002 10 500
3/4" SO-094003 10 200
1" SO-094004 10 150

dimension code pcs. / pack pcs. / box
1/2" x 1/2" SO-091002-E 10 200

dimension code pcs. / pack pcs. / box
3/8" CA/KM-130-10 5 180
1/2" CA/KM-130-15 5 120
3/4" CA/KM-130-20 5 60
1" CA/KM-130-25 5 45

TEE F-F-F



TEE M-M-M

TEE „Y” F-M-F

CORNER TEE F-F-F

EQUAL CROSS F-F-F-F
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dimension code pcs. / pack pcs. / box
3/4" x 1/2" x 3/4" CA/KG-01120x15 5 90

1" x 1/2" x 1" CA/KG-01125x15 5 60
1" x 3/4" x 1" CA/KG-01125x20 5 50

TEE F-F-F

TEE F-F-F
dimension code pcs. / pack pcs. / box

1/2" x 3/8”x 1/2” SO-068212 10 250
3/4" x 1/2" x 3/4" SO-068323 10 120

1" x 1/2" x 1" SO-068424 5 80
1" x 3/4" x 1" SO-068434 5 80

1 1/4" x 1/2" x 1 1/4" SO-068525 - 50
1 1/4" x 1" x 1 1/4" SO-068545 - 40

1 1/2" x 1/2" x 1 1/2" SO-068626 - 45
1 1/2" x 1" x 1 1/2" SO-068646 - 40

1 1/2" x 1 1/4" x 1 1/2" SO-068656 - 30
2" x 1/2" x 2" SO-068727 - 25
2" x 1" x 2" SO-068747 - 25

TEE F-M-F

dimension code pcs. / pack pcs. / box
1/2"Fx1/2"Mx1/2"F SO-068222 10 250

dimension code pcs. / pack pcs. / box
1/2" SO-095002 10 350
3/4" SO-095003 10 150
1" SO-095004 10 100

dimension code pcs. / pack pcs. / box
1/2” SO-004222 10 200

dimension code pcs. / pack pcs. / box
1/2" SO-058002 10 200
3/4" SO-058003 10 100

dimension code pcs. / pack pcs. / box
1/2" SO-059002 10 200
3/4" SO-059003 10 80
1" SO-059004 5 60

1 1/4" SO-059005 - 30
1 1/2" SO-059006 - 20
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dimension code pcs. / pack pcs. / box
3/8"- 12 mm SO-06300112 25 750
1/2"- 10 mm SO-06300210 25 600
1/2"- 15 mm SO-06300215 25 500
1/2"- 20 mm SO-06300220 25 500
1/2"- 25 mm SO-06300225 25 300
1/2"- 30 mm SO-06300230 10 300
1/2"- 40 mm SO-06300240 10 250
1/2"- 50 mm SO-06300250 10 200
3/4"- 15 mm SO-06300315 25 300
3/4"- 30 mm SO-06300330 10 200
1"- 20 mm SO-06300420 10 150

dimension code pcs. / pack pcs. / box
1/2"×10 CA/KM-760-15-L10 5 700
1/2"×15 CA/KM-760-15-L15 5 600
1/2"×20 CA/KM-760-15-L20 5 500
1/2"×25 CA/KM-760-15-L25 5 400
1/2"×30 CA/KM-760-15-L30 5 400
1/2"×40 CA/KM-760-15-L40 5 300
1/2"×50 CA/KM-760-15-L50 5 250
3/4"×10 CA/KM-760-20-L10 5 500
3/4"×15 CA/KM-760-20-L15 5 400
3/4"×20 CA/KM-760-20-L20 5 300
3/4"×25 CA/KM-760-20-L25 5 250
3/4"×30 CA/KM-760-20-L30 5 200
3/4"×40 CA/KM-760-20-L40 5 180
3/4"×50 CA/KM-760-20-L50 5 150
1"×10 CA/KM-760-25-L10 5 300
1"×15 CA/KM-760-25-L15 5 250
1"×20 CA/KM-760-25-L20 5 200
1"×25 CA/KM-760-25-L25 5 180
1"×30 CA/KM-760-25-L30 5 150
1"×40 CA/KM-760-25-L40 5 120
1"×50 CA/KM-760-25-L50 5 100

EXTENSION M-F

EXTENSION M-F

dimension code pcs. / pack pcs. / box
3/8" CA/KM-300-10 5 1000
1/2" CA/KM-300-15 5 780
3/4" CA/KM-300-20 5 450
1" CA/KM-300-25 5 320

dimension code pcs. / pack pcs. / box
3/8" SO-044001 25 1000
1/2" SO-044002 25 1000
3/4" SO-044003 25 700
1" SO-044004 10 400

1 1/4" SO-044005 10 250
1 1/2" SO-044006 10 200

2" SO-044007 5 120
2 1/2" SO-044008 - 75

3" SO-044009 - 45
4" SO-044040 - -

dimension code pcs. / pack pcs. / box
1/2" SO-049002 100 2000
3/4" SO-049003 100 1500

STOPPER F

STOPPER F

FLANGED NUT F
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dimension code pcs. / pack pcs. / box
1/2" SO-062002 25 750

HEX EXTENSION M-F

dimension code pcs. / pack pcs. / box
3/4" SO-067003-U 10 125

dimension code pcs. / pack pcs. / box
1/2" x 1" x 3/8" SO-0861241 5 60

dimension code pcs. / pack pcs. / box
3/8” CA/KG-1010-S 1 250
1/2" CA/KG-9311-15* 1 20/180
3/4" CA/KG-9311-20* 1 12/120
1" CA/KG-9311-25* 1 10/60

1 1/4" CA/KG-9311-32* 1 6/48
1 1/2" CA/KG-9311-40* 1 4/32

2" CA/KG-9311-50* 1 2/18

FITTING F-M

*ABERRATION FROM THE AXIS UP TO 5° POSSIBLE

FITTING F-F

dimension code pcs. / pack pcs. / box
1 1/4'' SO-081005 6 30
1 1/2 '' SO-081006 5 25

2" SO-081007 3 15

FITTING F-F

dimension code pcs. / pack pcs. / box
 1" x 1 1/2" SO-083406 5 150
1 1/4'' x 2'' SO-083507 5 75

FITTING F-M

dimension code pcs. / pack pcs. / box
1 1/4" SO-081005-MH 6 30
1 1/2" SO-081006-MH 5 25

2" SO-081007-MH 3 15
2 1/2” SO-081008-MH 1 10

3” SO-081009-MH 1 8
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dimension code operating 
parameters pcs. / pack pcs. / box

1/2" CA/KG-1215-RP T work: 
10°C ÷ 110°C
Pmax 16 bar

50 300
3/4" CA/KG-1220-RP 30 180
1" CA/KG-1225-RP 20 120

EQUAL FITTING F-M

dimension code pcs. / pack pcs. / box
1/2" CA/KG-703-15-KPL 1 kpl 30/270
3/4" CA/KG-703-20-KPL 1 kpl 20/160
1" CA/KG-703-25-KPL 1 kpl 10/100

1 1/4” CA/KG-1232 1 kpl 25
1 1/2” CA/KG-1240 1 kpl 10

WATER METER FITTING F-M, SET 2 PCS.

dimension code pcs. / pack pcs. / box
1/2" CA/KG-9310-15 1 15/120
3/4" CA/KG-9310-20 1 10/90
1" CA/KG-9310-25 1 6/54

ANGLE FITTING F-M

dimension code pcs. / pack pcs. / box
1/2" CA/KG-9310-15-O 1 15/120
3/4" CA/KG-9310-20-O 1 10/90
1" CA/KG-9310-25-O 1 6/54

1 1/4" CA/KG-9310-32-O 1 4/32
1 1/2" CA/KG-9310-40-O 1 3/24

2" CA/KG-9310-50-O 1 2/12

ANGLE FITTING WITH O-RING F-M

dimension code pcs. / pack pcs. / box
1/2" CA/KG-9311-15-O 1 20/180
3/4" CA/KG-9311-20-O 1 12/120
1" CA/KG-9311-25-O 1 10/80

1 1/4" CA/KG-9311-32-O 1 6/48
1 1/2" CA/KG-9311-40-O 1 4/32

2" CA/KG-9311-50-O 1 2/18

FITTING WITH O-RING F-M

*ABERRATION FROM THE AXIS UP TO 5° POSSIBLE
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dimension code pcs. / pack szt. w 
kartonie

15 x 1/2" CA/KM-243GCU-1515 5 500
18 x 1/2" CA/KM-243GCU-1815 5 400
18 x 3/4" CA/KM-243GCU-1820 5 300
22 x 1/2" CA/KM-243GCU-2215 5 300
22 x 3/4" CA/KM-243GCU-2220 5 250
22 x 1" CA/KM-243GCU-2225 5 180
28 x 1" CA/KM-243GCU-2825 5 160

28  x 3/4” CA/KM-243GCU-2820 5 250

SOLDERED BRASS FITTINGS

NIPPLE Cu/M

NIPPLE Cu/M

dimension code pcs. / pack szt. w 
kartonie

15 x 1/2" SO-2G-243152 25 750
15 x 3/4" SO-2G-243153 25 500
18 x 1/2" SO-2G-243182 25 750
18 x 3/4" SO-2G-243183 25 500
22 x 1/2" SO-2G-243222 25 500
22 x 3/4" SO-2G-243223 25 500
22 x 1" SO-2G-243224 10 250

28 x 3/4" SO-2G-243283 10 250
28 x 1" SO-2G-243284 10 250

dimension code pcs. / pack pcs. / box
15 x 1/2” CA/KM-270GCU1515 5 450
18 x 1/2” CA/KM-270GCU-1815 5 350
22 x 1/2” CA/KM-270GCU-2215 5 300
28 x 1” CA/KM-270GCU-2825 5 110

MUFF Cu/F

MUFF Cu/F

dimension code pcs. / pack pcs. / box
15 x 1/2” SO-2G-270152 25 850
15 x 3/4" SO-2G-270153 25 600
18 x 1/2” SO-2G-270182 25 750
18 x 3/4” SO-2G-270183 25 500
22 x 1/2” SO-2G-270222 25 500
22 x 3/4” SO-2G-270223 25 400
22 x 1” SO-2G-270224 10 250

28 x 3/4” SO-2G-270283 10 250
28 x 1” SO-2G-270284 10 250

ELBOW Cu/F

dimension code pcs. / pack pcs. / box
15 x 1/2" SO-2G-090152 25 500
18 x 1/2" SO-2G-090182 25 400
18 x 3/4" SO-2G-090183 10 300
22 x 1/2" SO-2G-090222 10 250
22 x 3/4" SO-2G-090223 10 250
28 x 3/4" SO-2G-090283 10 180
28 x 1" SO-2G-090284 10 120
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dimension code pcs. / pack pcs. / box
15 x 1/2” CA/KM-105GCU1515 5 220

ELBOW WITH MOUNTING BASE Cu/F

ELBOW Cu/M

dimension code pcs. / pack pcs. / box
15 x 1/2" SO-2G-092152 25 500
18 x 1/2" SO-2G-092182 25 400
18 x 3/4" SO-2G-092183 10 350
22 x 1/2" SO-2G-092222 10 300
22 x 3/4" SO-2G-092223 10 300
28 x 1" SO-2G-092284 10 120

ELBOW WITH MOUNTING BASE Cu/F

dimension code pcs. / pack pcs. / box
15 x 1/2” SO-2G-472152 25 350

TEE Cu/F/Cu

dimension code pcs. / pack pcs. / box
15 x 1/2” x 15 SO-2G-130152 25 400
18 x 1/2” x 18 SO-2G-130182 25 300
22 x 1/2” x 22 SO-2G-130222 10 200
22 x 3/4” x 22 SO-2G-130223 10 180
28 x 1/2” x 28 SO-2G-130282 5 125
28 x 3/4” x 28 SO-2G-130283 5 80
28 x 1” x 28 SO-2G-130284 10 100

FITTING Cu/M

dimension code pcs. / pack pcs. / box
15 x 1/2” SO-2G-341152 10 300
18 x 1/2” SO-2G-341182 10 300
18 x 3/4” SO-2G-341183 10 250
22 x 3/4” SO-2G-341223 10 175
28 x 1” SO-2G-341284 - 100
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dimension code pcs. / 
pack pcs. / box

15 x 1/2" x 100MM CA/KL-LISTWA BAT.100 - 50
15 x 1/2" x 150MM CA/KL-LISTWA BAT.150 - 50

KIT FOR WALL MOUNTING

BENT FITTING CONNECTOR Cu/M

dimension code pcs. / pack pcs. / box
15 x 1/2" SO-2G-098152 10 200
18 x 1/2" SO-2G-098182 10 200
18 x 3/4" SO-2G-098183 5 150

dimension code pcs. / pack pcs. / box
 15 x 1/2" CA/KM-ZB-15x1/2 5 350
 18 x 1/2" CA/KM-ZB-18X1/2 5 300
 22 x 1/2" CA/KM-ZB-22X1/2 5 210
 15 x 3/4" CA/KM-ZB-15x3/4 5 200
18 x 3/4" CA/KM-ZB-18X3/4 5 200
22 x 3/4" CA/KM-ZB-22x3/4 5 150
 22 x 1" CA/KM-ZB-22x1 5 150
 28 x 1" CA/KM-ZB-28x1 5 100

dimension code pcs. / pack pcs. / box
 15 x 1/2" CA/KM-LB-15x1/2 5 275
 18 x 1/2" CA/KM-LB-18x1/2 5 250
 15 x 3/4" CA/KM-LB-15x3/4 5 100
 18 x 3/4" CA/KM-LB-18x3/4 5 150
22 x 1/2" CA/KM-LB-22X1/2 5 100
 22 x 3/4" CA/KM-LB-22X3/4 5 100
 22 x 1" CA/KM-LB-22x1 5 80
28 x 1" CA/KM-LB-28x1 5 70

TAP CONNECTOR F/Cu

BENT TAP CONNECTOR F/Cu

Cu TAP CONNECTORS WITH SWIVEL NUT

FITTING Cu/Cu

dimension code pcs. / pack pcs. / box
15 SO-2G-340015 10 300
18 SO-2G-340018 10 300
22 SO-2G-340022 10 150
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dimension code pcs. / pack pcs. / box
3/8" CA/KC-27010 5 600
1/2" CA/KC-27015 5 350
3/4" CA/KC-27020 5 200

dimension code pcs. / pack pcs. / box
3/8" CA/KC-28010 5 1000
1/2" CA/KC-28015 5 500
3/4" CA/KC-28020 5 350

dimension code pcs. / pack pcs. / box
  1/2" x 3/8" CA/KC-2451510 5 650
  3/4" x 1/2" CA/KC-2452015 5 400

dimension code pcs. / pack pcs. / box
3/8" CA/KC-9010 5 400
1/2" CA/KC-9015 5 250
3/4" CA/KC-9020 5 150

MUFF F/F

NIPPLE M-M

REDUCING NIPPLE M-M

ELBOW F/F

CHROME PLATED BRASS FITTINGS

dimension code pcs. / pack pcs. / box
3/8" CA/KC-9210 5 350
1/2" CA/KC-9215 5 250
3/4" CA/KC-9220 5 190

ELBOW F/M

CHROME PLATED BRASS FITTINGS

CHARACTERISTICS OF THREADED CHROME PLATED 
BRASS FITTINGS

PARAMETERS FOR WATER, GLYCOL, COMPRESSED AIR

OPERATING TEMPERATURE Tmin=10°C
Tmax=110°C

NOMINAL PRESSURE 16 bar
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dimension code pcs. / pack pcs. / box
3/8" CA/KC-13010 5 300
1/2" CA/KC-13015 5 250
3/4" CA/KC-13020 5 130

TEE F/F/F

dimension code pcs. / pack pcs. / box
3/4"x1/2"x3/4" CA/KC-130R201520 5 130

REDUCTION TEE  F-F-F

dimension code pcs. / pack pcs. / box
 1/2" x 3/8" CA/KC-2411510 5 650
 3/4" x 1/2" CA/KC-2412015 5 400

dimension code pcs. / pack pcs. / box
3/8” CA/KC-29010 5 900
1/2” CA/KC-29015 5 600
3/4” CA/KC-29020 5 400

dimension code pcs. / pack pcs. / box
3/8" CA/KC-30010 5 1000
1/2" CA/KC-30015 5 780
3/4" CA/KC-30020 5 450

REDUCTION

PLUG M

STOPPER F

dimension code pcs. / pack pcs. / box
 1/2"M x 1/2"F x 10 CA/KC-76015-10 5 550
 1/2"M x 1/2"F x 15 CA/KC-76015-15 5 450
 1/2"M x 1/2"F x 20 CA/KC-76015-20 5 360
 1/2"M x 1/2"F x 25 CA/KC-76015-25 5 320
 1/2"M x 1/2"F x 30 CA/KC-76015-30 5 250
 1/2"M x 1/2"F x 40 CA/KC-76015-40 5 220
 1/2"M x 1/2"F x 50 CA/KC-76015-50 5 180
3/4”M x 3/4”F x 10 CA/KC-76020-10 5 400
3/4”M x 3/4”F x 15 CA/KC-76020-15 5 350
3/4”M x 3/4”F x 20 CA/KC-76020-20 5 300
3/4”M x 3/4”F x 25 CA/KC-76020-25 5 250
3/4”M x 3/4”F x 30 CA/KC-76020-30 5 220
3/4”M x 3/4”F x 40 CA/KC-76020-40 5 170
3/4”M x 3/4”F x 50 CA/KC-76020-50 5 140

EXTENSION M-F

dimension code pcs. / pack pcs. / box
  1/2"F x 3/8"M CA/KC-246R1510 5 500
  3/4"F x 3/8"M CA/KC-246R2010 5 450
 3/4"F x 1/2"M CA/KC-246R2015 5 400

NIPPLE-MUFF REDUCER F-M
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MADE OF BRUSHED STAINLESS STEEL 

TIGHTNESS TESTED 100%

ROTATING DRAIN VALVES 
AT EACH MANIFOLD

Pipe PE-Xb/AL/PE-Xb Duro system

FLOOR HEATING MANIFOLDS D/S-RN-OP-5
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dimension code number of sections A
width (mm)

height 
(mm)

depth 
(mm)

span
 (mm)

R-2 D/S-RN-CO-2 2 154 290 100 210
R-3 D/S-RN-CO-3 3 204 290 100 210
R-4 D/S-RN-CO-4 4 254 290 100 210
R-5 D/S-RN-CO-5 5 304 290 100 210
R-6 D/S-RN-CO-6 6 354 290 100 210
R-7 D/S-RN-CO-7 7 404 290 100 210
R-8 D/S-RN-CO-8 8 454 290 100 210
R-9 D/S-RN-CO-9 9 504 290 100 210

R-10 D/S-RN-CO-10 10 554 290 100 210
R-11 D/S-RN-CO-11 11 604 290 100 210
R-12 D/S-RN-CO-12 12 654 290 100 210

dimension code number of sections A
width (mm)

height 
(mm)

depth 
(mm)

span
 (mm)

R-2 D/S-RN-OP-2 2 204 350 100 210
R-3 D/S-RN-OP-3 3 254 350 100 210
R-4 D/S-RN-OP-4 4 304 350 100 210
R-5 D/S-RN-OP-5 5 354 350 100 210
R-6 D/S-RN-OP-6 6 404 350 100 210
R-7 D/S-RN-OP-7 7 454 350 100 210
R-8 D/S-RN-OP-8 8 504 350 100 210
R-9 D/S-RN-OP-9 9 554 350 100 210

R-10 D/S-RN-OP-10 10 604 350 100 210
R-11 D/S-RN-OP-11 11 654 350 100 210
R-12 D/S-RN-OP-12 12 704 350 100 210
R-13 D/S-RN-OP-13 13 754 350 100 210
R-14 D/S-RN-OP-14 14 804 350 100 210
R-15 D/S-RN-OP-15 15 854 350 100 210
R-16 D/S-RN-OP-16 16 904 350 100 210

CENTRAL HEATING MANIFOLDS

FLOOR HEATING MANIFOLDS

• Profiles (40 x 41 mm) made of brushed  
stainless steel, grade 1.4301 (304),  
wall thickness 1.6 mm,

• stubs MT 3/4 for connecting to heating systems 
with the euroconus socket,

• 2 x MT 1” screw-in plug, nickel-plated  
with a gasket (manifolds plugged on one side)

• 2 brackets with damping inserts liners,
• 2 manual vents 1/2”,
• beams marked with stickers: return (blue)  

and supply (red) .

• Profiles (40 x 41 mm) made of brushed stain-
less steel, grade 1.4301 (304), wall thickness 
1.6 mm,

• stubs MT 3/4 for connecting to heating systems 
with the euroconus socket,

• 2 x MT 1” screw-in plug, nickel-plated with a 
gasket (manifolds plugged on one side)

• flowmeters 0-3 l/min (supply),

• 2 brackets with damping inserts liners,

• 2 manual vents 1/2”,

• beams marked with stickers: return (blue)  
and supply (red) .

• control valves with M30x1,5 connection  
with plastic control pins (return),

• drain valves GZ 3/4” fitted with a plug with 
a gasket which is also used for opening and 
closing valves.

STAINLESS STEEL MANIFOLDS
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dimension code number 
of sections

A
width (mm)

height 
(mm)

depth 
(mm)

span
 (mm)

R-2 D/S-RN-ZR-2 2 204 321 100 210
R-3 D/S-RN-ZR-3 3 254 321 100 210
R-4 D/S-RN-ZR-4 4 304 321 100 210
R-5 D/S-RN-ZR-5 5 354 321 100 210
R-6 D/S-RN-ZR-6 6 404 321 100 210
R-7 D/S-RN-ZR-7 7 454 321 100 210
R-8 D/S-RN-ZR-8 8 504 321 100 210
R-9 D/S-RN-ZR-9 9 554 321 100 210

R-10 D/S-RN-ZR-10 10 604 321 100 210
R-11 D/S-RN-ZR-11 11 654 321 100 210
R-12 D/S-RN-ZR-12 12 704 321 100 210

MANIFOLD WITH CONTROL VALVES
• Profiles (40 x 41 mm) made of brushed stain-

less steel, grade 1.4301 (304), wall thickness 
1.6 mm,

• stubs MT 3/4 for connecting to heating systems 
with the euroconus socket,

• 2 manual vents 1/2”,
• 2 x M 1” screw-in plug, nickel-plated with  

a gasket (manifolds plugged on one side)
• beams marked with return (blue) and supply 

(red) stickers.
• drain valves GZ 3/4” fitted with a plug with 

a gasket which is also used for opening and 
closing valves.

• control valves with knobs: red on the supply 
manifold, blue on the return manifold,

• manifold brackets with vibration damping 
pads.

STAINLESS STEEL MIXING GROUPS

 210 
 250 

type Kvs code

UMN-A 1,6 m3/h D/S-UMN-A-B/POMPY
UMN-B 3,2 m3/h D/S-UMN-B-B/POMPY

type Kvs code

UMN-A 1,6 m3/h D/S-UMN-A-HELIO25/60
UMN-B 3,2 m3/h D/S-UMN-B-HELIO25/60

MIXING GROUP WITHOUT PUMP

MIXING GROUP WITH HELIO PUMP

Mixing group without pump, with a Calido 
thermostatic three-way mixing valve,

Mixing group with a Circula Helio 25/60-130 mm 
electronic pump with plug, with a Calido thermostatic 
three-way mixing valve,

 210 
 250 
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PUMP 
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PUMP 

Mixing group with a Circula Mercurio 25/60-130 mm electro-
nic pump with plug and a tube, with a Calido thermostatic 
three-way mixing valve,

Mixing group with a Circula Titanio 25/60-130 mm elec-
tronic pump with supply tube, with a Calido thermostatic 
three-way mixing valve,

type code

UMB  D/S-UMB-B/POMPY

UMB

Mixing group without pump, with an ESBE VTA 
372 thermostatic three-way mixing valve,
Kvs=3.4 m3/h

MIXING GROUP WITH MERCURIO PUMP

MIXING GROUP WITH TITANIO PUMP

type Kvs code

UMN-A 1,6 m3/h D/S-UMN-A-MERC 25/60
UMN-B 3,2 m3/h D/S-UMN-B-MERC 25/60

type Kvs code

UMN-A 1,6 m3/h D/S-UMN-A-TITAN25/60
UMN-B 3,2 m3/h D/S-UMN-B-TITAN25/60
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type code

UMB  D/S-UMB-MERC 25/60

UMB-MERC 25/60
Mixing group with a Circula Mercurio 25/60-130 
mm electronic pump with plug and a tube, with an 
ESBE VTA 372 thermostatic three-way mixing valve,
Kvs=3.4 m3/h

BRASS MIXING GROUPS

STAINLESS STEAL MIXING GROUPS COMBI

 223 

 6
,5

 

type code

UMND D/S-UMND-B/POMPY

UMND

Combi mixing system without pump, with an 
ESBE VTA 552 thermostatic three-way mixing 
valve, 
Kvs=3.2 m3/h

Combi mixing system with a Mercurio 25/60-
130 mm electronic pump, with an ESBE VTA 552 
thermostatic three-way mixing valve,
Kvs=3.2 m3/h

 223 
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type code

UMND D/S-UMND-MERC

UMND-MERC
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PUMP GROUPS

PUMP GROUPS CAN BE INSTALLED IN THE FOLLOWING POSITIONS:

• HEATING MEDIUM PUMPED DOWNWARDS (FIG. A)

• HEATING MEDIUM PUMPED UPWARDS (FIG. B)

• HEATING MEDIUM PUMPED TO THE LEFT OR RIGHT - LATERAL SETTING (FIG. C)

PUMP GROUPS:
• PUMP GROUPS WITH A MANIFOLD AND CASING.
• PUMP GROUPS WITH A CLUTCH - MANIFOLD AND CASING.

TECHNICAL DATA:
Installation power ≤30 kW
Maximum operating pressure: P max 6 bar
Maximum operating temperature: T max 90°C
Medium: water (complying with PN-C-04607:1993) and a water - glycol solution up to 50%
Temperature control range of the three-way thermostatic valve: 20÷43°C

Fig. A Fig. B

Fig. C
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AVAILABLE CONFIGURATIONS

with a three-way mixing 
valve and an electric 

actuator

intended use:
floor heating

intended use:
floor heating

intended use:
central heating

Titanio pump
25/60-130

lub lub lub lub

Titanio pump
25/60-130

Titanio pump
25/60-130

Thermostatic, mixing, 
three-way valve
Kvs 1,6 m3/h

Titanio pump
25/80-130

Titanio pump
25/80-130

Titanio pump
25/80-130

Thermostatic, mixing, 
three-way valve
Kvs 3,2 m3/h

with a three-way 
thermostatic valve

direct
(without mixing)

Configure your pump group online

https://arka-instalacje.pl/kalkulator
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CONNECTORS FOR PE PIPES 16 X 2.0 

dimension code pcs. / box pcs. / box

16 x 2,0 x 3/4” D/S-Z-PPEX16X3/4 1 40

dimension code pcs. / box pcs. / box

16 x 2,0  x  3/4"                                      D/S-Z-PPEX-4O-16X3/4 1 250

PEX PIPE CONNECTOR
T max 95°C
PN 16 bar

dimension code pcs. / box pcs. / box
16 x 2,0 x 1/2” CA/ZG-A-PPEX1/2 1 250

PEX PIPE CONNECTOR

T max 95°C
PN 10 bar

PEX PIPE CONNECTOR
T max 95°C
PN 16 bar
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4
PUMPS



PATENT FOR INVENTION

INSPECTION SLEEVE PLACED   
IN THE AXIS OF THE SHAFT

SELF-VENTING CONSTRUCTION

Pumps Mercurio Circula
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type code pcs. / box

15/12 CI-TORIO 15/12 8

A B C D E F

103 85 72 111 97 G1/2

230V~50Hz, IP 44, Tmax 95°C

Class F, PN10, Hmax 1.2 m,

Qmax 12 l/min.

The set includes:
• electric cable with a plug

TORIO PUMP

type code pcs. / box

15/10 CI-P-PLATINO 15 8

A B C D E F G

97 61 73 72 G1/2 126 112

with a programmer and built-in 
temperature sensor

230V~50Hz, IP 44, Tmax 95°C

Class F, PN10, Hmax 1.2 m,

Qmax 10 l/min.

The set includes:
• electric cable with a plug

PLATINO PUMP

WATER CIRCULATION PUMPS

SAVES
WATER

QUIET
ACTION

SAVES
ENERGY

SAVES
WATER

QUIET
ACTION

SAVES
ENERGY



VI
. P

U
M

PS

71

The body of the pump is covered 
with a protective Glaze layer, 
which protects pumps from 
corrosion and meets the hygienic 
requirements for drinking water
230V~50Hz, IP 44, TF 110,
Class F, PN10
The set includes:
• half-unions
• electric cable with a plug

3-GEAR PUMP

type code

maximum 
flow

[m3/h]

max. lifting 
height 

[m]
mounting 

length 

connected 
diameter of 

the body
[inch]

pcs. / box A B C D E G

25/40 180 CI-PC25/40-180 2,9 4 180 1 1/2” 8 180 81 180 131 101 1 1/2”

25/60 180 CI-PC25/60-180 3,3 6 180 1 1/2” 8 180 81 180 131 101 1 1/2”

15/60 180 CI-PC15/60-130 BPS* 2,9 6 130 1” 8 130 81 130 131 101 1”

15/60 180 CI-PC15/60-130 BS** 2,9 6 130 1” 8 130 81 130 131 101 1”

25/60 130 CI-PC25/60-130 3,3 6 130 1 1/2” 8 130 81 130 131 101 1 1/2”

25/60 130 CI-PC25/60-130 BPS* 3,3 6 130 1 1/2” 8 130 81 130 131 101 1 1/2”

25/80 180 CI-PC25/80-180 6,9 8 180 1 1/2” 4 180 81 180 131 101 1 1/2”

32/80 180 CI-PC32/80-180 9,6 8 180 2” 4 180 81 180 131 101 2”

* without electric cable and witout houthalf unions  ** without half unions

SAVES
WATER

QUIET
ACTION

SAVES
ENERGY

CI-PC  25/40-180 CI-PC 25/60-130,  CI-PC 25/60-180, 

CI-PC 25/80-180, CI-PC 32/80-180 CI-PC 25/60-130
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ELECTRONIC PUMPS

MERCURIO PUMP
Innovative inspection sleeve in the 
axis of the shaft allows to additional 
venting and emergency rotor 
start-up features.
230V~50Hz, IP 44, TF 110,
Class F, PN10,
Energy efficiency index: EEI ≤0.20
The set includes:
• half-unions
• biodegradable foam
• electric cable with a plug

QUIET
ACTION

SAVES
ENERGY

VENTING AND 
START-UP

type code power 
[W]

maximum 
flow

[m3/h]

max. lifting 
height 

[m]
mounting 

length 

connected 
diameter of the 

body [inch]
pcs. / box L1 A1 A2 A3 A4 H1 H2 H3 G

25/40 180 CI-PE-MERCURIO 25/40 5-22 2,6 4 180 1 1/2” 8 180 47 49 67 67 30 140 57 1 1/2

25/60 180 CI-PE-MERCURIO 25/60 5-45 3,6 6 180 1 1/2” 8 180 47 49 67 67 30 140 57 1 1/2

232337

INVENTION 
PATENT

CI-PE-MERC 25/40

CI-PE-MERCURIO 25/60
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HELIO PUMP
230V~50Hz, IP 44, Tmax 95°C

Class F, PN10, Hmax 1.2 m,

Qmax 12 l/min.

Energy efficiency index: EEI ≤0.20

The set includes:
• electric cable with angle plug
• gaskets

TITANIO PUMP
Auto-venting and engine startup 
function

Equipped with a PWM signal 
control connector

230V~50Hz, IP 44, TF 95°C,

Class E, PN10,

Energy efficiency index: EEI ≤0.20

The set includes:
• electric cable with a plug
• gaskets

type code pcs. / box

25/60 130 CI-HELIO 25/60-130 8

25/40 180 CI-HELIO 25/40-180 8

25/60 180 CI-HELIO 25/60-180 8

type code pcs. / box

25/40 180 CI-TITANIO 25/40-180 8

25/60 130 CI-TITANIO 25/60-130 8

25/60 180 CI-TITANIO 25/60-180 8

25/80 130 CI-TITANIO 25/80-130 8

25/80 180 CI-TITANIO 25/80-180 8

15/60 130 CI-TITANIO 15/60-130 8

32/80 180 CI-TITANIO 32/80-180 8

L1 A1 A2 H1 H2 G

130 47 49 30 140 1 1/2

180 47 49 30 140 1 1/2

180 47 49 30 140 1 1/2

L1 L2 L3 H1 H2 H3 G

93 126 99 110 180 60 1 1/2”

93 126 99 110 130 60 1 1/2”

93 126 99 110 180 60 1 1/2”

93 126 99 110 130 60 1 1/2”

93 126 99 110 180 60 1 1/2”

93 126 99 110 130 60 1”

93 126 99 110 180 60 2”

SAVES
ENERGY

QUIET
ACTION

SAVES
ENERGY

AUTOMATIC
VENTING

QUIET
ACTION

 A2  A1 

 L
1 

 H1  H2 

G

 H
3 

 60 

 102 

 L3 

 H
1 

 37 

 L1 

 H
2 

 G 

 L2 

CI-HELIO 25/40-180

CI-TITANIO 25/40 CI-TITANIO 25/60, CI-TITANIO 15/60 CI-TITANIO 25/80, CI-TITANIO 32/80

CI-HELIO 25/60-130, CI-HELIO 25/60-180, 

CS III 

CS I

PP III

PP II

PP I

CP III

CP II

CP I
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2.8

2.1

1.4

0.7

0
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CS II 

PP
(proportional
pressure
curve)

 

CP
(constant
pressure curve) 

CS
(constant curve) 

AUTO 

CS I 
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CS III PP I
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PP III
CP III

CP II

CP I
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0
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PP III
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CP III
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SELENIO PUMP
Auto-venting and engine startup 
function

230V~50Hz, IP 44, TF110°C,

Class F, PN10,

Energy efficiency index: EEI ≤0.23

The set includes:
• half-unions
• electric cable with a plug

AUTOMATIC
VENTING

type code power [W]

maximum 
flow

[m3/h]

max. lifting 
height 

[m]

connected 
diameter of 

the body
[inch]

pcs. / box L L1 H B G

25/100 180 CI-SELEN 25/100-180 140 7,5 0 - 10 1 1/2” 8 130 95 180 143 1 1/2”

32/100 180 CI-SELEN 32/100-180 140 8 0 - 10 2” 8 130 95 180 143 2”

25/120 180 CI-SELEN 25/120-180 180 8,5 0 - 12 1 1/2” 8 130 95 180 143 1 1/2”

32/120 180 CI-SELEN 32/120-180 180 9 0 - 12 2” 8 130 95 180 143 2”

QUIET
ACTION

SAVES
ENERGY

PP
(proportional
pressure
curve)

 

CP
(constant
pressure curve) 

CS
(constant curve) 

AUTO 

G

L1
LB

H

CS I

PP I
PP II

PP III

CP I

CP II

CP III

CS II
CS III

CP I

CP II

CP III

CS I

CS II
CS III

PP I
PP II

PP III

PP I

PP II

PP III

CP I

CP II

CP III

CS IIICS I
CS II

CP II

CP III

CS I
CS II CS III

PP IPP II

PP III

CP I

CI-SELEN 25/100 180

CI-SELEN 32/100 180

CI-SELEN 25/120 180

CI-SELEN 32/120 180
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GALIO PUMP
Auto-venting and engine startup 
function

LED Display

230V~50Hz, IP 44, TF 95°C

Class E, PN10

Energy efficiency index: EEI ≤0.20

The set includes:
• half-unions
• electric cable with a plug

type code power [W]

maximum 
flow

[m3/h]

max. lifting 
height 

[m]

connected 
diameter of 

the body
[inch]

pcs. / box

25/80-180 CI-GALIO 25/80-180 80 4,5 0,3-8 1 1/2” 8

32/80-180 CI-GALIO 32/80-180 80 5,0 0,3-8 2” 8

L0 L1 L2 L3 H0 H1 H2

84 130 94 132 180 71 125

84 130 94 132 180 71 125

QUIET
ACTION

SAVES
ENERGY

AUTOMATIC
VENTING

H2
H1

L 0
L 1 L 3

L 2

H 
0

CS I CS II
CS III

8

7

6

5

4

3

2

1

0
1 Q(m /h)3

2 3 40

9

5

H(m)

CP I

CP II

CP III

PP I

PP II

PP III

CS I CS II

CS III

CP II

CP III

8

7
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2

1

0
1 Q(m /h)3

2 3 40

9

5

H(m)

5.6

CP I

PP III

PP I

PP II

CI-GALIO 25/80 180

CI-GALIO 32/80 180

PP 
(proportional
pressure
curve)

CP 
(constant
pressure curve)
 

CS 
(constant curve)

AUTO 

PP 
(proportional
pressure
curve)

CP 
(constant
pressure curve)
 

CS 
(constant curve)

AUTO 



AKCESORIA
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SPARE PARTS
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PLASTIC COVER

ANTI-CORROSION LAYER - GEOMET

POSSIBLE CHANGE OF DIRECTION

HANDLE WITH WINDOW AND LABEL

Valve HANDLE  
Calido
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dimensions code pcs. / pack pcs. / box
1/4", 3/8" CA/ZK-A-R08-10 1 -
1/2", 3/4" CA/ZK-A-R15-20 1 -
1", 11/4" CA/ZK-A-R25-32 1 -
1 1/2", 2" CA/ZK-A-R40-50 1 -

2 1/2" CA/ZK-A-R65 1 -
3", 4" CA/ZK-A-R80-100 1 -

dimensions code pcs. / pack pcs. / box
1”-1 1/4” CA/ZK-A-RN25-32 1 -
1/2", 3/4" CA/ZK-A-RN15-20 1 -

dimensions handle color code pcs. / pack pcs. / box
1/4", 3/8", 1/2", 3/4" red CA/ZK-A-M08-20 1 -

1" red CA/ZK-A-M25 1 -
1” blue CA/ZK-A-MN25               1 -

1/2”-3/4” blue CA/ZK-A-MN15-20        1 -

S30 SERIES VALVES SPARE PARTS

VALVE HANDLE

VALVE HANDLE

BUTTERFLY HANDLE FOR VALVES

dimensions code pcs. / pack pcs. / box
1/2" CA/ZK-A-UF15 10 -
3/4" CA/ZK-A-UF20 10 -
1" CA/ZK-A-UF25 10 -

dimensions code pcs. / pack pcs. / box
1/2" (Ø20x2) CA/ZK-A-UP15 10 -

3/4" (Ø24x2.4) CA/ZK-A-UP20 10 -
1" (Ø33x2.5) CA/ZK-A-UP25 10 -

dimensions code pcs. / pack pcs. / box
1/2" CA/ZK-A-F15 1 -
3/4" CA/ZK-A-F20 1 -
1" CA/ZK-A-F25 1 -

code dimensions pcs. / pack pcs. / box
CA/ZK-A-M-ST15-20 1/2", 3/4'' 1 -

CA/ZK-A-M-ST25 1'' 1 -

VALVE BASKET WITH FILTER

FILTER GASKET

O-RING FOR HALF-UNION

BUTTERFLY HANDLE FOR VALVES
stainless steel

dimensions code pcs. / pack pcs. / box
1/2" CG/FGK-15 1 20
3/4" CG/FGK-20 1 50
1" CG/FGK-25 1 10

1 1/4" CG/FGK-32 1 2

STRAIGHT GAS FILTERS SPARE PARTS

FILTER CARTRIDGE
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dimensions code pcs. / pack pcs. / box
3/4” x 15 CA/ZK-A-S 1 200

dimensions code pcs. / pack pcs. / box
3/4" x 15 CA/ZK-A-ZW20X15 1 100
3/4" x 20 CA/ZK-A-ZW20X20 1 200

dimensions code pcs. / pack
1/2”, 3/4” CA/ZK-A-RCZ15-20 1

GARDEN SERIES VALVES SPARE PARTS

HANDLE WITH A NUT
stainless steel

QUICK-COUPLING CONNECTOR

HOSE CONNECTOR

dimensions code pcs. / pack pcs. / box
3/4" x 15 CA/ZK-A-MS3/4 1 48

HOSE CONNECTOR
 brass

dimensions code pcs. / pack pcs. / box
- CA/ZG-A-ZNZ 1 -

dimensions code pcs. / pack pcs. / box
- CA/ZG-A-P 1 -

dimensions code pcs. / pack pcs. / box
- CA/ZG-A-ZNP 1 -

RADIATOR VALVES SPARE PARTS

KNOB WITH A SCREW
 for the supply valve

STEM REPAIR UNIT
for the supply valve

STEM REPAIR UNIT
for the return valve
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STEM O-RING
for supply and return valves

dimensions code pcs. / pack pcs. / box
12x1,8 CA/ZG-A-OT 10 -

PLUG WITH A SEAL
for the return valve

PLUG SEAL
for the return valve

BRIDGE
for bottom heating connections  
(multiple use)

dimensions code pcs. / pack pcs. / box
1/2” CA/ZG-A-ZZP 1 -

dimensions code pcs. / pack pcs. / box
- CA/ZG-A-UZP 10 -

dimensions code pcs. / pack pcs. / box
- CA/ZG-A-MPDG 1 -

dimensions code pcs. / pack pcs. / box
3/4” D/ZK-A-Z 1 -

PLUG WITH A SEAL
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dimensions code pcs. / pack pcs. / box
3/4” x 3/8” D/ZK-A-A 1 -

ADAPTER WITH A SEAL

dimensions code pcs. / pack pcs. / box
- D/ZK-A-F 1 -

dimensions code pcs. / pack pcs. / box
Ø25 x 1 D/ZK-A-UA 1 -

ANTI-LIME FILTER

FLAT SEAL FOR ADAPTER

dimensions code pcs. / pack pcs. / box
- D/ZK-A-SMART-F 1 -

dimensions code pcs. / pack pcs. / box
- D/ZK-A-SMART-Z 1 -

FILTER

PLUG
with a gasket

SMART ANGLE VALVES WITH FILTER SPARE PARTS

description code pcs. / pack
- CA/ZG-A-KO -

VENT KEY

VENT KEY
for the air vent, keychain
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TWO-SIDED SWIVEL UNION
brass M-M

dimensions code pcs. / pack pcs. / box
1/2" CA/KFSW-15 1 -
3/4" CA/KFSW-20 1 -
1" CA/KFSW-25 1 -

1 1/4" CA/KFSW-32 1 -
1 1/2" CA/KFSW-40 1 -

2" CA/KFSW-50 1 -

STRAINER BASKET FOR THE FILTER
metal

ANGLE WATER FILTER SPARE PARTS

UNION SEAL

UNIONS SPARE PARTS

dimensions code pcs. / pack pcs. / box
  1/2"        GU-USZ.SR.15 - 100
  3/4"        GU-USZ.SR.20 - 100
  1"          GU-USZ.SR.25 - 100

 1 1/4"      GU-USZ.SR.32 - 100
  1 1/2"      GU-USZ.SR.40 - 100

  2"          GU-USZ.SR.50 - 100
2 1/2"  GU-USZ.SR.65 - 100

3" GU-USZ.SR.80 - 50
4" GU-USZ.SR.100 - 35

dimensions code pcs. / box
1" CA/KG-DLO-ZZ25

MIXING SYSTEMS SPARE PARTS

dimensions code pcs. / pack pcs. / box
1/2" CA/UFSW-15-OPAK 10 -
3/4" CA/UFSW-20-OPAK 10 -
1" CA/UFSW-25-OPAK 10 -

1 1/4" CA/UFSW-32-OPAK 10 -
1 1/2" CA/UFSW-40-OPAK 10 -

2" CA/UFSW-50-OPAK 10 -

FILTER GASKET

MANIFOLD SPARE PARTS

description code pcs. / box
HANDLEs - to manifold, adjustable (2 pieces) D/S-A-UR 40

MANIFOLD HANDLES
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description dimensions code pcs. / box
to manifold, short 

with o-ring 1/2" x 3/4" D/S-A-NKR1520 288

description dimensions code pcs. / box
to manifold with re-
gulation valve, short 

with white o-ring
1/2" x 3/4" D/S-A-NKRB1520 288

NIPPLE

NIPPLE

description dimensions code pcs. / box
flow and control 
range 0-3 l/min. 1/2" D/S-A-PR15 200

FLOW METER

description dimensions code pcs. / box
long, with o-ring 1/2" x 3/4" D/S-A-NDR1520 288

NIPPLE

description dimensions code pcs. / box
blue M30 x 1,5 D/S-A-PNR 600

KNOB

description dimensions code pcs. / box
brass 1" D/S-A-KR25

PLUG



 
V.

 S
PA

RE
 P

A
RT

S

84

description dimensions code pcs. / box
red, with a screw - D/S-A-PRCS 600

description dimensions code pcs. / box
blue, with a screw - D/S-A-PRNS 600

KNOB

KNOB

PRESS-IN CONNECTORS SPARE PARTS

dimensions code pcs. / box
16 x 2 IC-C10400GH01 150
20 x 2 IC-C10400BQ01 150

25 x 2,5 IC-C10400GO01 100
26 x 3 IC-C10400GP01 50
32 x 3 IC-C10400GQ01 50

dimensions code pcs. / box
16 x 2 IC-C22400GH25O 150
20 x 2 IC-C22400BQ25O 150

25 x 2,5-26 x3 IC-C22400GP25O 150
32 x 3 IC-C22400GQ25O 50

SLEEVES FOR A PRESS-IN CONNECTORS

RINGS FOR PRESS-IN CONNECTORS

PUMP HALF-UNION SET

PUMP SPARE PARTS

description code pcs. / bag
1 1/2"x1" CI-PPS-25x40 1 kpl.
1 1/4"x2” CI-PPS-50X32 1 kpl.

description dimensions code pcs. / box
thermostatic, with o-ring 1/2" D/S-A-WTR15 200

INSERT

description dimensions code pcs. / box
adjustable, with o-ring 1/2" D/S-A-WRR15 300

INSERT

PUMP HALF-UNION SEAL

set 10 pcs.

description code pcs. / bag
1 1/2" CI-UPS-11/2 10 szt.
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TITANIO PWM PUMP CABLE

PWM cable (impulse width modulation)

TITANIO PWP PUMP CABLE
1.5 m cable with a pump plug

TORIO PUMP PLUG

MERCURIO PUMP PLUG 

code pcs. / bag
CI-WPT 1

code pcs. / bag
CI-WPM 1

code pcs. / bag
CI-A-PWM 1

code pcs. / bag
CI-A-PWP 1

ELECTRONIC PUMP PLUG

code pcs. / bag
CI-WPE 1



Distributor:


